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	Reason for change:
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In PIN status update, the PIN ID is missing in information flow. 

In PIN status update response, maybe some of the subscription event is accepted, and some are rejected. So, in the successful response, accepted event ID should be included, and also the rejected event ID should be included. 
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* * * Start of Change 1 * * *

[bookmark: _Toc138291444]8.5.9.3.2	PIN status subscribe request
Table 8.5.9.3.2-1: PIN status subscribe request
	Information element
	Status
	Description

	PIN client ID
	M
	Unique identifier of the PINE/PEGC/PIN server.

	Subscribed Events IDs
	M
	Identifies PIN status event types for which the subscriber is notified, more than one PIN status event type IDs can be provided.

Event IDs:PIN status event types
- PIN modification
- PINE management (PINE join/leave)
- PIN profile update
- PIN state

	Security credentials
	M
	Security credentials resulting from a successful authorization for the PIN service. 

	PIN ID
	M
	The identifier of PIN.

	Notification Target Address
	O
	The Notification target address (e.g. URL) where the notifications destined for the PINE/PEGC/PIN server should be sent to.

	Proposed expiration time
	O
	Proposed expiration time for the subscription




* * * Start of Change 2 * * *

[bookmark: _Toc138291447]8.5.9.3.5	PIN status update request
Table 8.5.9.3.5-1: PIN status update request
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the PIN service. 

	PIN ID
	M
	The identifier of PIN.

	Subscribed Events
	O
	Identifies PIN status event types for which the subscriber is notified, more than one PIN status event type can be provided.

PIN status event types
- PIN modification
- PINE management (PINE join/leave)
- PIN profile update
- PIN state

	Notification Target Address
	O
	The Notification target address (e.g. URL) where the notifications destined for the PINE/PEGC/PIN server should be sent to.

	Proposed expiration time
	O
	Proposed expiration time for the subscription



* * * Start of Change 3 * * *

[bookmark: _Toc138291445]8.5.9.3.3	PIN status subscribe response
Table 8.5.9.3.3-1: PIN status subscribe response
	Information element
	Status
	Description

	Successful response
	O
	Indicates that the subscription request was successful.

	> Subscription ID
	M 
	Subscription identifier corresponding to the subscription.

	> Expiration time
	O
	Indicates the expiration time of the subscription. To maintain an active subscription, a subscription update is required before the expiration time.

	> Successfully subscribed event IDs
	O
	Indicates the successfully subscribed event IDs.

	Failure response
	O
	Indicates that the subscription request failed.

	> Cause
	O
	Indicates the cause of subscription request failure

	> Unsuccessfully subscribed event IDs
	O
	[bookmark: _GoBack]Indicates the unsuccessfully subscribed event IDs.



NOTE: If some of the event ID is accepted to subscribe and others are rejected, the service provider should indicate the event ID that accepted and rejected individually to service consumer. 

* * * End of Change * * *

