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	Reason for change:
	According to the figures 5.3.7.1-1 and 5.3.7.1.-2 in TS 38.331, the RRCReestablishmentComplete  message and RRCSetupComplete message are from UE to Network, but the descriptions of RRC connection re-establishment related measurements in TS 28.552 are not aligned with this.

	
	

	Summary of change:
	1) Update bullet c) of the mesurement Successful RRC connection re-establishment without UE context
2) Update bullet c) of the mesurement Successful RRC connection re-establishment with UE context

	
	

	Consequences if not approved:
	There will be inconsistency between TS 28.552 and TS 38.331.
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[bookmark: _Toc20132290][bookmark: _Toc27473339][bookmark: _Toc35955994][bookmark: _Toc44491967]5.1.1.17.2	Successful RRC connection re-establishment with UE context 
a)	This measurement provides the successful number of RRC connection re-establishment when UE context can be retrieved.
b)	CC.
c)	On Transmission Receipt of a RRCReestablishmentComplete message to from UE for RRC connection re-establishment (see TS 38.331[20]). 
d)	Each measurement is an integer value.
e)	The measurement name has the form RRC.ReEstabSuccWithUeContext.
f)	NRCellCU.
g)	Valid for packet switching.
h)	5GS.
[bookmark: _Toc20132291][bookmark: _Toc27473340][bookmark: _Toc35955995][bookmark: _Toc44491968]5.1.1.17.3	Successful RRC connection re-establishment without UE context 
a)	This measurement provides the successful number of RRC connection re-establishment when UE context can not be retrieved.
b)	CC.
c)	On Transmission Receipt of a RRCSetupComplete message to from UE for RRC connection re-establishment (see TS 38.331[20]). 
d)	Each measurement is an integer value.
e)	The measurement name has the form RRC.ReEstabSuccWithoutUeContext.
f)	NRCellCU.
g)	Valid for packet switching.
h)	5GS.
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