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[bookmark: _Toc45388156][bookmark: _Toc59117122][bookmark: _Toc59117134][bookmark: _Toc45388168]
* * * First Change * * * 
6.4.3	Identification
[R-6.4.3-001] The MCX Service shall provide the MCX Service User ID, associated MCX Service User ID alias(es), MCX Service Group ID, group aliases and, if available, the identity of the Mission Critical Organization name of the transmitting Participant to the receiving MCX UEs unless the transmitting Participant's identity is restricted.
[R-6.4.3-002] The MCX Service shall present users with human readable identifiers (with a minimum length of Nc3) for MCX Users (i.e., MCX Service User ID alias(es)) and for the MCX Service Groups (i.e., group alias(es)).
[bookmark: _Toc59117135][bookmark: _Toc45388169]6.4.4	Membership/affiliation
[R-6.4.4-001] The MCX Service shall support automatic affiliation of the MCX UE to a Group-Broadcast Group or User-Broadcast Group within that MCX Service.
[R-6.4.4-002] The MCX Service shall support an MCX User's ability to revoke his their affiliation with an MCX Service Group.
[R-6.4.4-002a] The MCX Service shall enable an MCX User to revoke their affiliation with a specific MCX Service Group on specific MCX UEs.
[R-6.4.4-003] The MCX Service shall be able to prevent the MCX User having registered a specific Functional Alias from revoking their affiliation with a specific MCX Service Group.
[R-6.4.4-004] The MCX Service shall be able to prevent the MCX User to revoke his their affiliation with a specific MCX Service Group if the MCX User is the only MCX User in the MCX Service Group registered a specific Functional Alias.

* * * Next Change * * * 

[bookmark: _Toc59117158][bookmark: _Toc45388192]6.6.5	Dynamic Group Participation
[bookmark: _Toc59117159][bookmark: _Toc45388193]6.6.5.1 	Service description
Dynamic group participation enables control of group affiliation, de-affiliation, and selection on MCX Service Groups based on various combinations of criteria. For highly mobile MCX UEs, such as those used in railway communication, the group affiliation and selection needs to change, for example, when a train crosses a controlling area border.
[bookmark: _Toc59117160][bookmark: _Toc45388194]6.6.5.2	Requirements
[R-6.6.5.2-001] The MCX Service shall enable an MCX User to automatically affiliate to one or more MCX Service Groups based on one, or a combination of, criteria.   
[R-6.6.5.2-002] The MCX Service shall be able to automatically affiliate an MCX User to one or more MCX Service Groups based one, or a combination of, criteria. 
[R-6.6.5.2-003] The MCX Service shall enable an MCX User to automatically choose the Selected MCX Service Group based on one, or a combination of, criteria.
[R-6.6.5.2-004] The MCX Service shall be able to automatically choose the Selected MCX Service Group of an MCX User based on one, or a combination of, criteria.   
[R-6.6.5.2-005] The MCX Service shall enable an MCX User to automatically de-affiliate from one or more currently affiliated groups based on a change to one, or a combination of, criteria.
[R-6.6.5.2-006] The MCX Service shall be able to automatically de-affiliate an MCX User from one or more currently affiliated groups based on a change to one, or a combination of, criteria.
[R-6.6.5.2-007] The MCX Service shall be able to prevent an MCX User de-affiliating from specific currently affiliated groups based on one, or a combination of, criteria.
NOTE: Examples of criteria for the above requirements could include one or more parameters from the list below:
-	A specific element or combination of specific elements in the functional alias of a MCX User
-	Location (including speed and heading) of a MCX User
-	Location or particular geographic area specified by an MCX Service Administrator
-	MCX Service configuration (e.g. MCX User responsible for a certain geographic area or MCX User responsible for a certain MCX Service Group) 
[R-6.6.5.2-008] The MCX Service shall enable an MCX User to select on specific MCX UEs whether automatic affiliation and/or de-affiliation is allowed.

[bookmark: _Toc59117256][bookmark: _Toc45388290]* * * Next Change * * * 
8.4	Single group with multiple MCX Services
[bookmark: _Toc59117257][bookmark: _Toc45388291]8.4.1	Overview
It is useful to be able to configure any single group to be able to handle multiple MCX Services. In sub-clause 8.4 requirements are on the service to provide a solution that looks as though the services are working in a coupled and coordinated manner. The exact means of achieving this is not implied here. So, where a User may affiliate to a single group for two services, this could be a single affiliation indicating two services but handled together or it could be that the UE sends two affiliations, one for each service, in response to the single command to affiliate. There may also be other possibilities. In essence, the solution should look and feel like a combined service.
[bookmark: _Toc59117258][bookmark: _Toc45388292]8.4.2	Requirements
[R-8.4.2-001] Mission critical groups shall be able to use multiple MCX Services independently or in combination. 
[R-8.4.2-002] The MCX Service shall provide a mechanism by which an authorized MCX User can affiliate to a mission critical group using that MCX Service through a single logical group affiliation for any subset of MCX Services used by the group, or independently by MCX Service. 
[R-8.4.2-003] To support operation coordinated between mission critical services, an MCX Service used by a mission critical group shall be able to interact with another MCX Service used by the same group.
[R-8.4.2-004] To support combined services where the operation is intended to be coordinated, each MCX Service shall be able to apply similar geographic restrictions in use for one MCX Service to also operate in the coordinated MCX Service(s).
[R-8.4.2-005] The MCX Service shall provide a mechanism by which an authorized MCX User that who is affiliated to multiple MCX Services in a single group can de-affiliate specific MCX UEs from each MCX Service independently.

* * * End Change * * * 
