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Abstract: Adds missing requirements in clause 5.3.6.
1. Introduction
<Introduction part >
2. Reason for Change
Clause 5.3.3 contains the following service description: 
“In case this distance exceeds the VLoS threshold, the network takes action, e.g. alerts the UTM and/or lets the UTM takes over the communication used to bring back the UAV within the authorized VLoS constraints”
However, the requirements corresponding to the action taken by the network are missing in clause 5.3.6.
3. Conclusions
<Conclusion part (optional)>
4. Proposal
It is proposed to agree the following changes to 3GPP TR 22.843.


* * * First Change * * * *
[bookmark: _Toc129337305]5.3.6		Potential New Requirements needed to support the use case
[PR 5.3.6-1] The 5G system shall be able to be informed of VLoS regulatory requirements (e.g. maximal distance threshold) and shall be informed if the UTM needs to be supported in meeting such requirements for a given UAS.
[PR 5.3.6-2] The 5G system shall be able to track the UAV-Controller, regardless of the type of connection.
Editor’s Note:	this requirement is FFS
[bookmark: _Hlk135821290][PR 5.3.6-x] Based on MNO policies and/or regulatory requirements, the 5G system shall be able to alert the UTM, when the 5G system detects that a condition is met (e.g. maximal distance threshold exceeded).
[PR 5.3.6-y] Based on MNO policies and/or regulatory requirements, the 5G system shall enable the UTM to take over the communication used to control the UAV, when the 5G system detects that a condition is met (e.g. maximal distance threshold exceeded).
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