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13.2.1.3
IM Session Control functions


Session Control


Create Multi-media Sessions
The application shall be able to establish sessions between two or more parties with certain media capabilities. The application may add or remove parties at any time for any session. An application may add additional sessions with certain media capabilities between any parties already involved in an session. Sessions with multiple parties may lead to the creation of a  Multi-media Conference Call. This can either be an ad-hoc conference creation or it can refer to resources that were reserved in advance.


Release Multimedia Sessions 
This provides the ability for an application to force the release of a multimedia session. This may be limited to the release of certain parties from the session or may be the release of all the parties.


Relinquish control over session
This allows an application to relinquish control over the session.


Party join/leave control
The application shall be informed when a new call party wants to join/leave the conference. It shall be possible for the application to allow or reject the inclusion of the new party to a conference. 

Presentation of, or restriction of, information associated with a party involved in a session (e.g. calling line ID, calling name); 

Media Control


Control media channels
The application shall have the ability to control media channels originated by (or on behalf of) a user or media channels terminated to a user. This control includes, but is not limited to the barring of a media channel request, allowing the media channel establishment to continue with or without modified information, addition or removal of additional media channels, temporarily suspend a media channel (place on hold), open, close or modify the parameters of the media channels.



Relinquish control over specific media channels
This allows an application to relinquish control over the media stream. When it relinquishes control over certain media channels it does not lose control over the entire session.

Reserve/Free conference resources
The application shall be able to reserve resources in the network or free earlier reserved resources for a conference in advance.

Information 


Request Notification of Media channel events
The application shall be able to request notification of certain events associated with a type of media channel. Events include, but not limited to: a user initiating or closing a session, an incoming session request to user or a terminating user unable to accept an incoming session request. 


Monitoring of Media channels
The application shall be able to request all the media channels currently available on a session In addition the application must be able to monitor the opening and closing of channels for media for a specified session.

13.2.2
Void
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