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Mobility Requirements

8.1


Service continuity
The mobility in a shared network, both when controlled by the UE and when controlled by the network shall not cause any undue interruption of service. 

It shall be possible for a subscriber to roam between the different parts of a shared network without requiring the user intervention. The user experience while roaming in a shared network shall be no worse than the mobility in a non-shared network. 
NOTE: in some instances the user intervention will be required, for example in cases where the change to a different part of the shared network causes a change in the service tariff.
8.2


Handover

Seamless handover shall be supported between a shared network and a non-shared network. The user should be able to receive the same service level during and after a handover between the networks.
The network shall be able to access the relevant subscriber information in order to determine the appropriate candidate for handover. Examples of information that may be required in order to take the decision on the candidate could include (non exhaustive list): 

· type of subscription (e.g. prepay / postpay)
· home network of the subscriber (for roaming subscribers)
· service(s) used

· subscribed quality of service
8.3


Roaming

The selection of a different PLMN part of the shared network or of a different radio access technology within the same network other than the one used by the subscriber shall be under the sole control of the network operator.

NOTE: this requirement is not intended to disable the manual selection of a user preferred network, but to give the operator the possibility to control, when more than one radio access technology is available in given geographical location, which one should be used by the subscriber. For example, if a geographical sharing is in place, the network shall decide the radio access technology used by the mobile overriding handset and USIM settings (if present). 
In case the mobility in the shared network is controlled by the UE (e.g. cell reselection) the operator shall be able to set parameters, other than radio parameters that determine the most appropriate candidate. Examples of these parameters are: subscription information, requested service, network load and so on.
[Editor’s note: access control and load sharing]
