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7.2.2
IP multimedia (IM) sessions

IP multimedia services are not the evolution of the circuit switched services but represent a new category of services, mobile terminals, services capabilities, and user expectations. Any new multimedia service, which may have a similar name or functionality to a comparable standardised service, does not necessarily have to have the same look and feel from the user's perspective of the standardised service. Voice communications (IP telephony) is one example of real-time service that would be provided as an IP multimedia application. 

The following basic requirements are be supported for IP multimedia [27]:

· IP multimedia session control shall be based on SIP [28].

· All session scenarios shall be supported, i.e. Mobile Originating and Mobile Terminating sessions against Internet/Intranet, CS or IM Mobile, ISDN, PSTN call party.

· MSISDN and SIP URL numbering and addressing schemes shall be supported.

· IP multimedia applications shall as a principle, not be standardised, allowing service provider specific variations.

******** Next modified Sections ********

10.2
Emergency calls when attached to a CS CN Domain 

PLMNs shall support an emergency call teleservice as defined in 3GPP TS 22.003 [14] (TS12). 

10.3
Emergency calls when attached to a data only network 

If an UE with voice capability attempts to make an emergency call while camping on a PLMN that does not support voice service to the UE, a new PLMN selection shall immediately take place, and the UE shall select the first available PLMN that supports emergency calls to the UE.

10.4
Emergency calls when attached to an IM CN subsystem

Emergency calls shall be supported when attached to an IM CN subsystem as specified in subclause 10.1.


If UE is attached simultaneously to both CS domain and IM CN subsystem, the operator shall be able to specify, which domain is used by default for emergency calls. 

For further information see 3GPP TS 22.228 [27]. 

It shall be possible to enable compliance with regional regulatory requirements related to emergency calls. 

Note:
Other forms than speech for emergency services are for further study. 
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