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	In CN2 #30 a refinement was agreed on the pre-conditions of MoveLeg; refer to TS 29.078, section 11.22.2.1, condition (3), bullet 2. MoveLeg is allowed also at trigger detection point. The rationale for this change was that otherwise it is impossible to get original BCSM into active state. The CN2 introduced change corrected a chicken-egg problem: MoveLeg is possible at alerting or active phase, but the original BCSM does not get there unless an outgoing leg is moved to that call segment.

The new functionality makes it possible to introduce “forking” type of services. I.e. the following service is enabled:

· Call triggers at DP2 or DP12.

· SCP sends DisconnectLeg(Leg2) 

· SCP sends multiple InitiateCallAttempts (followed by other necessary operations, such as ContinueWithArgument, RRB etc)

· Once a ICA leg answers, he/she is moved to call segment 1 (group). Currently MoveLeg is not allowed in Stage 1 because of the precondition.
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	Inconsistent State 1 compared to Stage 2 and 3. And, CPH works only if the original destination number alerts or answers. For some services this is not acceptable since the dialled number may be a service number without any real subscriber behind it. If the CSE attempts to connect a held party to the group when the original outgoing call was disconnected, then the IPLMN/VPLMN may reject the instruction from the CSE, resulting in CAMEL Services failure.
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-- First modified section --

8.1.4
Connecting an individual call party to the group

The purpose of this procedure is to allow the CSE to instruct the IPLMN/VPLMN to connect an individual call party to the group.
If, at the initial service event, the CSE instructed the IPLMN/VPLMN not to route the call leg directly to the destination, then the CSE may instruct the IPLMN/VPLMN to connect a held call party to the group at any point during the alerting and active phases of the call leg if a control relationship exists. The CSE may instruct the IPLMN/VPLMN to connect a held call party to the group also if the following conditions are met;

· a control relationship exists, and

· the original call in the target group is in the call establishment phase; and
· the original outgoing leg of the target group has been disconnected.
If, at the initial service event,  the CSE instructed the IPLMN/VPLMN to proceed with the call as normal then the CSE may instruct the IPLMN/VPLMN to connect a held call party to the group at any point during the alerting and active phases of the call leg if a control relationship exists and at least one call leg in the group has reached the active phase.

If the CSE has initiated the call, it may instruct the IPLMN/VPLMN to connect another held call party to the group at any point during the alerting and active phases of the call leg.

The CSE shall be able to instruct the IPLMN/VPLMN to send a notification towards the previously held party indicating that she has been connected to the group. The CSE shall be able to instruct the IPLMN/VPLMN to send a notification towards the other party or parties in the group indicating that an additional party has been connected to the group. The notification shall be a tone or an announcement.

NOTE:
The CSE may use other procedures instead of, or as well as, instructing the IPLMN/VPLMN to send a tone or announcement to notify the previously held party that she has been connected to the group. The same principle applies to the notification towards the other party or parties in the group.
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