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1. Overall Description:

SA1 thanks T3 for their LS regarding the presentations of an MM by the USAT.

We reviewed the text in clause 5.7 of TS 22.140 as highlighted by T3.

5.7
MMS client interaction with UICC

It shall be possible for an MMS client in the ME to interact with a UICC to send and receive MMS messages in accordance with the requirements in this specification.  The interaction with the UICC shall allow MMS management (e.g. delivery, submission) and the presentation of multimedia messages stored on the UICC to the user.

Having reviewed the text in this clause, SA1 realised that it lacks clarity and believe that this is the source of the discussion in T3.

After discussion SA1 agreed that the correct interpretation of this clause should be, as per the T3 LS:

“…to display a MM stored in the UICC, only the MMS client in the ME can initiate it, by requesting the data from the UICC using normal read procedures, upon user command.” 

SA1 have proposed a Change Request in S1-040541 to clarify this clause.

In the ongoing discussion there was some support in the meeting for the idea of allowing USAT to be able to present an MM on the ME. However this requirement should rightly be captured in the USAT Stage 1 TS 22.038 and not the MMS Stage 1, since it is additional functionality for the toolkit. 

This matter will be handled separately in SA1.

2. Actions:

To T3 group.

ACTION: 
T3 is invited to note the correct interpretation of clause 5.7.
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