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Introduction
Lawful Intercept (LI) is a regulatory requirements in most countries and AIPN therefore has to support it. Lawful Intercept is handled in SA3-LI and we therefore suggest to not create any specific requirements but to state that AIPN needs to support LI. 

Conclusion

We suggest introducing a new subchapter into chapter 5.2.1 requesting Lawful Intercept requirements and also to add a sentence to section 7.1.


*** First Modification ***

5.2.1.X
Lawful Intercept

The AIPN shall satisfy lawful interception requirements. Even if the 3GPP system already today allows the capability to intercept IP based services through the IMS/PS domains, it should be investigated whether the introduction of AIPN requires further enhancements to lawful interception capabilities already existing in the 3GPP system.

*** Next Modification ***

7.1
Overall Conclusion
This technical report has analysed the vision and the key aspects of AIPN and identified new capabilities to be specified for the 3GPP system to enable evolution to an AIPN.   It is concluded that the features required for introduction of an AIPN into the 3GPP system require new specification work within 3GPP. The recommendation of this Technical Report is that the work be undertaken as a single feature and a new Technical Specification be produced to capture the service requirements for an AIPN. It is also recommended that in addition to the production of a new Technical Specification new requirements identified within this Technical Report relevant to existing features of the 3GPP system, i.e. indicating that expansion of an existing capability (e.g. IMS), be added to existing specifications where appropriate. Moreover, it is recommended to evaluate whether the specification work within 3GPP requires enhancements to existing 3GPP lawful interception specifications.
Note 1:
When undertaking specification work for an AIPN care should be taken to ensure that service requirements are not duplicated across multiple Technical Specifications. This could be achieved by e.g. adding the text for a new requirement to a single Technical Specification and referencing this requirement within other Technical Specifications as appropriate.

Note 2:
For further information regarding the capability expansion required for introduction of an AIPN see Chapter 6 of this Technical Report.
*** End Modification ***

