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1. Introduction

This contribution proposes to add text for the reinforcement of explanation of the new capabilities required for an AIPN to Chapter 6.2 of TR 22.978.
2. Discussion
This contribution considers the functional expansion required for introduction of an AIPN based on the topics ‘Optimised IP session control’ and changes to TR 22.978 v1.0.0 are proposed accordingly. 
3. Proposal
The following modifications are proposed to TR 22.978 v1.0.0.

6.2
New capabilities required for an AIPN
Optimised IP session control

In principle it is assumed that session control within AIPN shall be optimised for user-to-user communication, i.e. from one user’s mobile terminal to another user’s mobile terminal, and for other traffic models such as those of streaming services, and shall be extended beyond IMS functionalities that already provided. Some new session control mechanisms are introduced within an AIPN e.g. session mobility, session adaptation to terminal capability and session control for user to multicast.
Additionally, it is necessary for an AIPN to ensure efficient use of wireless resources and effective usage of power resources within mobile terminals whilst maintaining the appropriate reachability for a particular service.
Suggested requirements:

· The IP session control mechanisms of AIPN shall be enhanced from the functionalities of IMS to provide session mobility, session adaptation to terminal capability and session control for user to multicast.
· It should be possible for users to communicate with the appropriate reachability for a particular service whilst ensuring the efficient use of wireless resources and the effective usage of power resources within mobile terminals.


































































