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It is proposed to include the following subchapters and text in chapter 4: Overview of videotelephony support in 3GPP specifications up to Release 6.

4
Overview of videotelephony support in 3GPP specifications up to Release 6

[Editor’s note: this paragraph intends to give an overview on how videotelephony is realised in the 3GPP specifications up to Release 6. It should cover elements such as call establishment, charging aspects, fall back to speech]

4.1
General
The CS Multimedia telephony is a Bearer Service, which is using the basic bearer service BS30 in the Core Network. On the air interface the BS30 will be mapped to the Radio Access Bearer (RAB) using the traffic class “Conversational” with 64kbps CS in UL and DL direction.
4.2
Codec

It is specified that ITU-T Recommendation H324 should be used for video telephony in circuit switched connection. The 3GPP-variant of H324 is named 3G-324M and the corresponding 3GPP specification is the TS 26.111 “Modification to H.324”. 3G-324M terminals provide real-time video, audio, or data, in any combination over 3GPP circuit-switched radio networks.
4.3
Charging

The RAB and the corresponding BS30 is not only for video telephony, data transfer is also possible. The user is able to select via terminal which service she prefers, but the CN has no possibility to distinguish between video telephony and data transfer. This also applies to changes during call set-up and in-call modification of the requested service. That means the current charging architecture is not able to distinguish between e.g. two different pricing models for video telephony and data transfer.

4.4
Supplementary services

The BS30 is a general synchronous bearer service with support of supplementary services. TS 22.004 includes an overview of the supplementary services which are supported and which are not supported by the BS30 bearer. The restrictions are listed in the table below:

	Supplementary Service
	Not supported by BS30

	HOLD
	Call Hold
	x

	MPTY
	Multi Party Service
	x

	ECT
	Explicit Call Transfer
	x

	CNAP
	Calling Name Presentation
	x


