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This document proposes new text for section 5 Limitations of Current Specifications for the TR for Network Selection Principles v.0.2.1
5.1.x
RAT preference for PLMNs not prioritised by the USIM

23.122 specifies that preferred PLMNs are prioritised with their preferred RAT on the USIM preferred list. Therefore, when 2 different PLMNs are found and they are in the list, the UE can select the highest priority one. And if two RATs of the same PLMN are found but the preferred list specifies only one RAT for this PLMN< the UE can select the highest priority RAT. 

However, when the USIM doesn’t give any priority, i.e. when a same PLMN is listed in the preferred list with both RATs or when a PLMN is not present on the preferred list, then it should be selected randomly if its signal is sufficient (i.e. high quality PLMN). 

This means that when roaming in a country where none of the available PLMN/RAT can be prioritised relatively to each other, the UE will select randomly a PLMN+RAT out of the high quality PLMNs. However, the operator/user may prefer to select a specific RAT. For instance, the operator may prefer to select a 3G RAT so that the user can access 3G services. Or it might prefer to select a 2G RAT if it knows that all its 3G international roaming partners are provisioned in the USIM and hence to make selection as fast as possible. Or it might even prefer to select a network where PS services are available.

Therefore when a PLMN selection is needed and no priority is given on the USIM for the available PLMN and RATs, the UE should be allowed to use a set of default preferences such as preferred RAT (3G, 2G, random) or preferred domain (CS only, CS&PS, random) in order to guide the UE where it is most likely to get the services that the user needs.














