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	Reason for change:
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	Work is ongoing on the architecture to support a function known as ‘voice call continuity’ as described within the WID approved in SP-050177. No service requirements exist for this functionality within the 3GPP specifications. Specification of service requirements is needed to ensure the specification of the architecture and protocol enhancements provide a functionality that satisfies the needs of the mobile telecommunications industry, in particular to ensure that the specified functionality satisfies the requirements of mobile network operators. Also, 3GPP working practices usually require the specification of service requirements for a particular functionality before its technical implementation is specified.

	
	

	Summary of change:
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	Addition of requirements for voice call continuity.
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not approved:
	No service requirements for voice call continuity will exist within 3GPP specifications preventing the specification of its technical realisation within 3GPP.
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	A new section is added for Voice Call Continuity.
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	Other comments:
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	New section should be added immediately following section 18.


	1st Modified Section


x
Voice Call Continuity

The 3GPP system shall be able to provide continuity between CS voice services (Teleservice 11[14]) and IMS voice services  [27] with no negative impact upon the user’s experience of the voice service. This functionality is known as voice call continuity. Voice call continuity shall be executed when continuation of a voice service is required based on operator policy across a change in the connection of the UE to the 3GPP system as the user moves from using the CS domain to using IMS and vice versa.

The user experience shall be unaffected by the transition from a CS voice service to an IMS voice service and vice versa,  and the user shall experience no disruption in the voice service provided.

It shall be possible to support Voice call continuity between IMS and the CS domain belonging to different operators; i.e., when the user’s IMS services are under the control of the home IMS and the user is roaming in the coverage of the visited CS network.
x.1
Support of Supplementary Services

The minimum set of supplementary services which are available to the user shall continue to work during and after voice call continuity has been performed.
Note: 
The support of specific supplementary services (e.g. a minimum set of supplementary services for voice call continuity) and the detailed definition of supplementary services within IMS is under consideration.

x.2
Quality of Service

Voice call continuity shall not adversely impact the quality of the voice service experienced by the user.

x.3
Security

Voice call continuity shall not adversely impact the security of the 3GPP system.

Security mechanisms of the 3GPP system shall be reused for voice call continuity.
x.4
Emergency calls

Voice call continuity of emergency calls shall only be performed in the case that the target network supports emergency calls and the user is moving out of coverage. 
	End of changes
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