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Introduction and discussion
This paper introduces the requirement for SAE to be able to support self-managing technologies (e.g. Plug-and-Play) for easier co-operation with non-3GPP defined access networks.
The basic requirement of SAE to be able to inter-work with a variety of (wireless) broadband IP-based networks allows an operator to attach / detach (non-3GPP) access networks much more dynamically than it is possible today. 
However this requires dynamic (semi-) automated attachment procedures, which currently are not yet foreseen.
The current contribution proposes a new section 7.x in the SAE-Requirements to contain such requirements. 
Conclusion and proposal
It is proposed to add the following text to the SAE-Requirements  

===========  modified section ====================
7.x
Management of access networks

The evolved 3GPP system shall be able to allow for self-managing technologies (e.g. Plug-and-Play) for dynamically adding and removing non-3GPP defined access networks. 
Such self-managing technologies shall take into account the evolved 3GPP system and access network policies. 

E.g. depending on such policies it shall be possible to for the 3GPP system operator to request encryption of user traffic that is transmitted over the access network.

Note: the non-3GPP access network needs to have defined interworking with 3GPP. 

Editor’s note: clarifying example to be provided.

Note: the degree of automation provided for network attachment is yet to be determined, but is intended to simplify (or completely automate) administration procedures.
===========  end of modified section ====================
