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*****************************Start of changed section *****************************

5.1
Common requirements to broadcast and multicast

The following list describes requirements on an application level:

Service classes
In case of roaming a user shall be able to enjoy services as follows:

·  A user shall be able to activate services that are provided locally in the visited network, as allowed by the user’s home environment (e.g. local tourist information).

· A user subscribed to a service class in the HPLMN shall be able to enjoy equivalent services in the same service class as provided by a visited PLMN without explicit subscription in the VPLMN (e.g. weather forecast).

A user subscribed to a service class in the HPLMN shall be able to have access to home contents provided via a visited PLMN without explicit subscription in the VPLMN (e.g. enjoy subscribed service while roaming)

Service Interworking
The user shall be able to manipulate content delivered over MBMS and forward it using other services (e.g. MMS, Speech Call- and IMS signalling, Hyperlinks, ….). Care should be taken in order to fulfil requirements concerning DRM and respective barring and charging capabilities.
When interacting with user profiles, MBMS User Services shall use the mechanisms described in [5] TS 22.240 (Generic User Profile).

Content storage in the UE
It shall be possible for the UE to store content delivered to it over MBMS and provide it to the user at a later time.  Care should be taken in order to fulfil requirements concerning DRM and respective charging capabilities.

Data formats and types
Media types shall be supported independent of specific data types and formats behind..

As a minimum MBMS User Services shall support the following media types:

-
Text

It shall be possible to embed hyperlinks and to decorate text within content provided by MBMS User Services.

-
Still Images

-
Video

-
Speech

-
Mono/Stereo Audio

Data format and data types as being used by other multimedia services shall be supported for interoperability reasons.

Note :
It is not intended to constrain MBMS to existing codec technologies. The intention is to maintain consistency with other multimedia services whilst also allowing for adoption of new codec technologies as appropriate.

Digital Rights Management
The MBMS User Service shall be able to control content distribution as defined in 3GPP TS 22.242 [6]. MBMS content providers shall be able to invoke DRM to prevent unauthorized copying and forwarding of content.

Notification of required capabilities
The capabilities  (e.g. memory size) required to receive a particular transmission shall be notified in advance by the network or service centre. 

MBMS Television Service

It shall be possible for a user to select between different content within the MBMS Television Service.
The MBMS service shall add no more than 1 second when switching between different TV streams to any delay introduced with regards to the coding of the TV stream.

It shall be possible for an operator to configure the MBMS Television service so that the typical switching time, from the end user's perspective, does not exceed 2 seconds.

Handover within the different radio access technologies shall be transparent to the user.

It shall take no longer than 1 second to switch between different channels on the LTE MBMS Television services.
Handover between different radio access technologies should be performed without any user perceived interruption. 

Note: The quality of the MBMS Television service may change depending on the capabilities of the target network. transparent to the user in terms of interruption time.

*****************************End of changed section *****************************
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