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Discussion:

As actioned at SA1#36, Madrid, BT hereby proposes a revised definition of “credential attach”. The new definition clarifies the relation between “credential attach” and “IMSI attach”.

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Credentials
Data objects which are used to uniquely identify a subscriber and which are used in security procedures. For example, in the case of a USIM the credentials are IMSI and shared-secret Ki. The Milenage customisation parameter OPc can also be regarded also a credential, since it is derived from the Ki and is usually provisioned with the Ki.
Credential-Attach
This is a procedure whereby a credential is used to identify and authenticate a UE and to enrol it in a session with a network or subsystem. IMSI-attach is an example for GSM and UMTS. Other examples are attachment using PUiD/Ki (for WLAN) and IMPI/Ki (for IMS).
Primary NO
The Network Operator which has the commercial relationship with the subscriber and is responsible for billing the subscriber.

Secondary NO
A Network Operator that has a commercial relationship with the Primary Network Operator by which the SNO provides services to subscribers of the PNO. The relationship could support the seamless handover of services to and from the PNO.

