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X.8
IMS Services

ICS users receive IMS Services. IMS service control is always performed by the home IMS network except for emergency calls.  However the services themselves may be provided by the home IMS network, the visited IMS network or a 3rd party provider.

The set of IMS services supported by ICS should include at least the following:

· IMS Multimedia Telephony services defined within [40].

Note: Other IMS hosted services supported by an operator or 3rd party may be supported.
The following table lists the minimum required set of IMS Centralized Services For this service set it shall be possible to provide IMS control of these services when establishing voice sessions using CS or PS access networks. These services shall be supported when using an ICS UE.
Table 1: Minimum Service Set for IMS Centralized Services

	SERVICE CAPABILITY

	IMS Multimedia Telephony Supplementary Services

	Originating Identification Presentation 

	Originating Identification Restriction 

	Terminating Identification Presentation 

	Terminating Identification Restriction 

	Communication Diversion 

	Call Wait 

	Communication Hold

	Communication Barring

	Message Wait Indication 

	Conference 

	Explicit Communication Transfer 

	Service Continuity

	Basic Service Continuity 

	Service Continuity on non mid call services

	Service Continuity with mid call services 

	Other Capabilities

	User Configuration of Supplementary Services


Depending on the limitations of the UE and the access network, certain services may not be available under certain conditions.
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