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Introduction
The CMAS specific requirements detailed below are based on requirements developed for both the Joint ATIS/TIA CMAS Mobile Device Behavior (MDB) Specification and the ATIS WTSC CMAS via GSM/UMTS Cell Broadcast Service (CBS) Specification.
It is proposed the following text be used for clause 6 of TS 22.268

Begin first text insert

6. CMAS Specific Requirements
6.1
Introduction to CMAS

The Warning Alert and Response Network (WARN) Act
 was passed by Congress in September 2006 and was signed into law on October 13, 2006. 

The FCC released the three Report and Order rulings for the Commercial Mobile Alert System. See Clause 5.3 for the list of references. 
As a result of these legislative and regulatory actions the Alliance for Telecommunication Solutions (ATIS) and the Telecommunications Industry Association (TIA) agreed to develop ATIS and TIA standards and specifications to support the deployment of CMAS. 
The scope of these specifications includes the support of Commercial Mobile Alert System (CMAS) alert message via the GSM/UMTS Cell Broadcast functionality.  These specifications covers the mapping of CMAS messages onto the 3GPP-defined Cell Broadcast functionality, as well as the CMAS application layer functionality from the reception of the CMAS alert message from the Warning Notification Provider to the point of reception by the CMAS capable mobile device.
The CMAS functionality does not require modifications to the 3GPP-defined cell broadcast functionality.

The following is the functional reference model diagram from Section III.B.10 of the FCC First Report and Order for the Commercial Mobile Alert System, FCC 08-99:
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Figure 1: CMAS Reference Architecture

6.2
Additional PWS Requirements Specific to CMAS 
In addition to the General Requirements specified in Clause 4, the following requirements are specified for the deployment of CMAS. These CMAS specific requirements are further specified in [N and M].

Three classes of Warning Notifications shall be supported; Presidential, Imminent Threat, and Child Abduction Emergency (e.g. AMBER).
The User Interface (UI) shall support the ability for the user to opt-out of only the Imminent Threat and Child Abduction Warning Notifications. When a Presidential Warning Notification is received, it is always presented to the user whenever Cell Broadcast Service is enabled on the UE. 
The current implementation requirement is for messages of up to 90 characters English text supported by GSM 7-bit encoding. There shall be no requirement for language translation in the operator’s network or the UE.

Reception and presentation of Warning Notifications to the user shall not preempt an active voice or data session.
6.3
References

[Ref 1] FCC 08-99, Federal Communications Commission First Report and Order In the Matter of The Commercial Mobile Alert System; April 9, 2008. 
[Ref 2] FCC 08-164, Federal Communications Commission Second Report and Order and Further Notice of Proposed Rulemaking In the Matter of The Commercial Mobile Alert System; July 8, 2008.
[Ref 3] FCC 08-184, Federal Communications Commission Third Report and Order and Further Notice of Proposed Rulemaking In the Matter of The Commercial Mobile Alert System; August 7, 2008. 
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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x]

	CMSP
	Commercial Mobile Service Provider

	EOC
	Emergency Operations Center
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