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The need to check UE capabilities in the inter-UE transfer was commented during the presentation of Ericsson proposal in S1-083091
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	To ease the incorporation of comments, proposed chapter 7.14.1 in S1-084011 is copied in this CR.
The rest of the proposals are based on the Ericsson contribution S1-083091 that was subject to debate over the mailing list after SA1#42


********************************First Change**********************************
3.1
Definitions

UE Capabilities: The set of supported media types and characteristics of the UE e.g. screen size.
********************************Next Change**********************************

7.14
IMS Service Continuity and Inter UE Transfer

7.14.1
IMS Service Continuity
The continuity of multimedia services refers to the capability of continuing ongoing IMS communication sessions across different access networks and/or across different user equipments (UEs) under the control of a user and while providing continuous service experience to the user. The continuity of multimedia services shall also take into consideration the capabilities of the receiving UE and shall adapt the transferred sessions accordingly.
The main need for continuity between UEs arises because IMS UEs can connect to a variety of access networks and the user may want to transfer the media, or the complete communication session, across different UEs to best meet his communication preferences.

The IMS system shall be able to provide IMS service continuity:

(i) between 3GPP access systems (3GPP IP-CANs),

(ii) between a 3GPP IP-CAN and a non-3GPP IP-CAN (e.g. fixed line connectivity).

(iii) between non-3GPP IP-CANs

7.14.2
IMS Inter-UE Transfer 

IMS shall support the capability to transfer/add/retrieve media components between different devices under the control of the same user, as follows:

(i) Retrieve some or all media components of an ongoing multimedia session from different IMS UEs and adapt them to the capabilities of the receiving UE;

(ii) Add new media components in an ongoing multimedia session to different IMS UEs; and

(iii) Remove media components of an ongoing multimedia session from different IMS UEs.

***************************************** End of  Changes****************************************
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