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*************   Start modification  **************
22
IMS Centralized Services

22.1
General

The ICS user shall receive both registered and unregistered services in a consistent manner when the user accesses IMS either via the CS or the PS domain (both of which can be supported by 3GPP access networks or non‑3GPP access networks). Support of UEs enhanced with ICS capability as well as UEs without ICS capability shall be possible.

NOTE:
The impacts to support non-3GPP CS domains to support of ICS are outside the scope of 3GPP.
22.2
Service Consistency

Subscribers shall have a consistent user experience regardless of the domain used, subject to the constraints of the UE and access network.
22.3
Service Continuity

ICS shall support service continuity between CS and PS domains (both of which can be supported by 3GPP access networks or non‑3GPP access networks), subject to the constraints of the UE and access networks.

Note 1:  The impacts to support non 3GPP CS domains are outside the scope of 3GPP.
Note 2: The support of service continuity for fax and data (CS) media components is not required.
The service continuity shall include:

-
Basic services 
-
Non mid-call services

-
Mid-call services

22.4
IMS Services
The set of IMS services supported by ICS shall include at least the following, subject to the constraints of the UE and access networks:

- IMS Multimedia Telephony services, including:

- speech, 
- video, 
- fax,
- data (CS),
- Supplementary services defined within [40]; and

- Multimedia priority service.

Note 1: Other IMS hosted services supported by an operator or 3rd party may be supported.
Note 2: The support of fax and data (CS) media components is not required for a UE.
ICS shall not limit the ICS user’s capability to make emergency calls.
22.5
Roaming Support

An ICS user shall be able to receive full ICS support from the HPLMN while roaming in the VPLMN, subject to the constraints of the VPLMN (e.g. roaming agreements, operator policies).

The Home operator shall be able to control if the UE enhanced with ICS capability shall act without ICS capability while roaming.
*************   End modification  **************
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