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1. Overall Description:

3GPP SA1 would like to thank SA3 for the liaison in S3-100306 / S1-100214.

3GPP SA1 have discussed the issues and has the following response to the questions raised in the liaison in S3-100306 / S1-100214:
Q1.
Does SA1 believe it would be useful to add functionality to SIP Digest authentication in IMS such that also the case where no Authorization header is included in the initial REGISTER message sent to the IMS is accommodated by 3GPP IMS specifications?  
SA1 Reply: Yes, SA1 believe this new functionality is useful to allow IMS UEs to be authenticated by means of SIP Digest even if they do not include an Authorization header in the initial REGISTER message.
Q2.
If the answer to question 1 is positive, can SA1 clarify up to what extent this new SA1 requirement shall/should be accommodated within the 3GPP specifications? For instance, the following aspects might be relevant for the upcoming SA3 activity on this specific topic: 

a. Is this new requirement intended to apply only for the CableLabs access? 
SA1 Reply: No

b. If this new requirement is NOT intended to be restricted to CableLabs, for which non-3GPP accesses is it intended to apply and for which ones it shall NOT apply? 

SA1 Reply: The changes may apply to non-3GPP access, including cable.
2. Actions:

To SA3:  
ACTION:  3GPP TSG SA1 asks 3GPP TSG SA3 to take the above information into consideration in your future work.
3. Date of Next TSG-SA WG1 Meetings:
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