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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TS 22.038: "SIM application toolkit, stage 1"

[4]
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3GPP TS 22.071:  "Location Services (LCS); Service description; Stage 1"
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3GPP TR 22.985: "Service requirement for the 3GPP User Data Convergence (Release 9)"
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DD CEN/TS 15722:2009 “Road Transport and Traffic Telematics, eSafety, eCall Minimum Set of Data (MSD)” 
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3GPP TS 23.226:
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ETSI TS 181 019: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Business Communication Requirements"
2.2
Informative references

 [43]
GSMA PRD IR.34: "Inter-Service Provider IP Backbone Guidelines"
*************** Second Modification ******************

10.4
Emergency calls in the IM CN subsystem

The IM CN subsystem shall support IMS emergency calls. It shall be possible to set up emergency calls initiated by an emergency call number.
Emergency calls may be initiated using a private numbering plan [xx].

NOTE: 
There can be an overlap between the private numbering plan of a hosted enterprise and the public numbering plan, what makes translation of emergency numbers necessary.
Emergency calls may be initiated by a service when requested by the user.
NOTE 1:
It is not intended to enable automatic setup of emergency calls.
NOTE 2:
Other forms of media than speech and GTT-IP[47] for emergency services are for further study. 

An emergency call shall take precedence over any other services a UE may be engaged in, if required by local regulation.

Emergency calls from an unauthenticated UE (as far as the IM CN is concerned) shall be supported by the IM CN subsystem, if required by local regulation.
Subject to regulatory requirements, when UEs must be authenticated, both the network and the UE shall support the same authentication and security methods, that are used for non-emergency sessions.
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