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**** First Change ****

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

NIMTC
Network Improvements for Machine Type Communications

MNO
Mobile Network Operator

MTC
Machine-Type Communications


*** Second Change ***
6
Categories of features for Machine-Type Communications

Machine Type Communication (MTC) applications do not all have the same characteristics. This implies that not every system optimisation is suitable for every MTC application. Therefore, MTC Features are defined to provide structure for the different system optimisation possibilities that can be invoked. Such MTC Features are offered on a per subscription basis. MTC Features can be individually activated.

The following MTC Features have been defined:

-
Low Mobility

-
Time Controlled

-
Time Tolerant

-
Packet Switched (PS) Only

 -
Small Data Transmissions

-
Mobile Originated Only

-
Infrequent Mobile Terminated

-
MTC Monitoring

-
Priority Alarm
-
Secure Connection

-
Location Specific Trigger

-
Network Provided Destination for Uplink Data

-
Infrequent Transmission 

-
Group Based MTC Features

-
Group Based Policing

-
Group Based Addressing

**** Third Change ****
7.2.9
Priority Alarm 
The Priority Alarm MTC Feature is intended for use with MTC Devices that issue a priority alarm in the event of e.g. theft, vandalism or other needs for immediate attention. The conditions for generating a priority alarm are outside of the scope of this specification. 

For the Priority Alarm MTC Feature:

-
The Priority Alarm  MTC Feature shall take precedence over any other MTC Features.
NOTE: For example, when a MTC Device is subscribed to both Priority Alarm and Group-based Policing MTC Features, it can still send data even when the group based maximum bit rate has been exceeded.
-
The MTC Device shall be able to send data even when it cannot use normal services for some reasons e.g. Location not allowed, Access Time not allowed, Roaming not allowed, etc.
**** End of Changes ****
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