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1. Introduction

This contribution proposes to clarifify motivation for introducing HeNB RAN Sharing from Release 10

2. Reason 
Stage 2 and Stage 3 Working groups have been working on the inroduction of RAN Sharing for Home eNB. Due to the technical complexities and overload works on these groups it was proposed to support HeNB Sharing from Release 10. However, there is no requirement in SA1 specification to support this functionality. 

3. Proposal

It is proposed to agree the following changes to 3GPP TR 22.220 for integrating HeNB Sharing requirements in SA1 specification

6
Requirements for Home NodeB 

6.1
Access Control

-
It shall be possible to control access (i.e. accept and reject connection requests) of pre-Release 8 UEs. 

NOTE:
Such mechanisms may be different for those used to access control a Release 8 UE.  

-
The operation of a HNB shall not adversely impact the performances of a pre-Release 8 UEs operating in the area where the HNB is active and vice versa.

-
The total bandwidth from the HNB towards the network for 4 simultaneous TS11 or TS12, including signalling and overhead, shall not exceed 200 kbps

6.2
Home Node B RAN Sharing 
- It shall be possible for different operators to share the same Home Node B for delivery services to their subscribers, subject to agreement between t mobile operators. This functionality shall be supported from Release 10 sepecifications
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