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Introduction

This contribution introduces the use case of key issue 2 of UMONC.

Proposal

It is proposed that the following text be added to use case of key issue 2 section of UMONC.
* * * First Change * * * *

5
Key Issue 2: Exclude Service/Application From Usage Monitoring
Editor’s Note: This subclause will describe the use cases, requirements, and proposed solutions for how a service data flow/application can be disabled from the existing usage monitoring group of services/group of applications.

5.1
Description

5.2
Use Cases and Requirements

5.2.1 Use Cases
Alice is watching an interesting movie and she realized that she has a subscription of 50M allowance per month for the traffic of streaming and FTP downloading, which is not enough for the movie watching. Alice decided to extend her subscription of streaming to unlimited and keep the 50M allowance per month for FTP downloading only, because she wanted to watch this high-definition movie. She called the customer service to command such subscription change. As a result, Alice’s subscription will have 50M allowance for FTP downloading, no restriction applies to streaming. During the subscription change, Alice does not want to stop watching the movie.

Another use case is the periodic promotion of a certain service from service provider or operator. For example, an online movie provider offers 24 hour online promotion of certain movies. During the promotion time, watching these movies from the online movie provider will be free both for content and for the bandwidth (e.g. the movie is sponsored by the online movie provider). The online movie provider informs the operator of such promotion, and the operator removes the service data flow of watching these movies from the online movie provider from usage monitoring.

5.2.2 Requirements

The 3GPP System shall be able to disable the monitoring of the traffic usage of a service/application from a usage monitoring group.

5.3
Alternative Solutions

Editor’s note: This subclause will describe alternative solution to the key issue. 
5.3.1
Alternative Solution ...
5.4 
Evaluation

Editor’s Note: This section will evaluate the alternative solutions.

5.5 
Conclusion

Editor’s Note: This section will provide conclusions with respects to preferred solution and what further specification work is required.
