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	In section 10.1.2.1, domain selection for emergency calls has been conditioned on support of non-emergency calls in a connected domain but not on support of emergency calls. Given that support of emergency calls in the PS domain can be independent of support of non-emergency calls, this will result in incorrect domain selection when a connected domain supports non-emergency calls but not emergency calls. In addition, fallback to the CS domain for voice/GTT in section 10.1.2.2 needs to be dependent on UE support for the CS domain.
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	Condition domain selection in 10.1.2.1 on support of both emergency and non-emergency calls in a connected domain. Condition CS fallback for voice/GTT in 10.1.2.2 on UE support for CS mode.
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	Domain selection will sometimes chose a domain that does not support an emergency call. CS fallback will sometimes be required for a UE that does not support CS mode. 
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	Other comments:
(

	The changes to section 10.1.2.1 increase alignment with domain selection for E-UTRAN and UTRAN in Annex H.5 of TS 23.167. Specifically rows A,D,E,F,G in Table H.1 align with the changes here. The missing rows can be seen as either obvious (row C) or a corner case (row B) and thus not necessarily worth including.


START OF CHANGE 1

10.1.2
Domains priority and selection for UE attempts to emergency call

10.1.2.1 Voice and GTT only

A UE that is connected to a domain in which it is possible for the UE to make both emergency and non emergency calls using the particular media requested by the user, shall use that domain to attempt an emergency call unless serving network policy (based on regulatory requirements and operator needs) requires the UE, including an unauthenticated UE, to attempt the emergency call on a specific domain first.

If the UE is connected to more than one domain in which it is possible for the UE to make both emergency and non emergency calls using the particular media requested by the user, the UE shall attempt an emergency call on the same domain it would use to originate a non-emergency call using the same media unless serving network policy (based on regulatory requirements and operator needs) requires the UE, including an unauthenticated UE, to attempt the emergency call on a specific domain first.

In the case where an emergency call attempt by a UE fails, the UE should automatically make a second attempt on the other domain if the UE supports it. 

If the user aborts the emergency call setup during the subsequent automatic attempt and immediately tries to set up an emergency call again, then the UE shall immediately attempt in the domain in which the user aborted the emergency call.

10.1.2.2 Other media

The following applies in addition to 10.1.2.1.

If an emergency call attempt that includes a request for both (i) voice and/or GTT and (ii) other media cannot be supported or fails in all connected access types in the PS CN domain, the UE shall attempt the emergency call in the CS domain if available and supported and shall only include the request for voice and/or GTT. 
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