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*************************** First Change ******************************
7.1.2
MTC device triggering
The requirements related to MTC Device triggering include the following:

-
The network shall be able to trigger MTC Devices to initiate communication with the MTC Server based on a trigger indication from the MTC Server.

-
The system shall provide a mechanism such that only trigger indications received from authorized MTC Servers will lead to triggering of MTC Devices.

-
Upon receiving a trigger indication from a source that is not an authorised MTC Server, the network shall be able to provide the details of the source (e.g. address) to the MTC User. 
-
The system shall provide a mechanism to the MTC User to provide a set of authorized MTC Server(s).
-
Upon receiving a trigger indication, if the network is not able to trigger the MTC Device, the 3GPP system may send an indication to the MTC Server that triggering the MTC Device has been suppressed.

NOTE:
suppression of triggering could be due to system conditions such as network congestion.  
-
A MTC Device shall be able to receive trigger indications from the network and shall establish communication with the MTC Server when receiving the trigger indication. Possible options may include:

-
Receiving trigger indication when the MTC Device is not attached to the network.
-
Receiving trigger indication when the MTC Device is attached to the network, but has no data connection established.

-
Receiving trigger indication when the MTC Device is attached to the network and has a data connection established.
-
A MTC Device shall be able to receive trigger indications in a visited network, subject to roaming agreement between mobile operators.
************************* End of First Change **************************
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