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25
System optimisation for communication with specific characteristics
25.A
Void

25.B
Numbering Resource Efficiency

The following optional requirement is intended to provide better numbering resource efficiency for UEs that only require packet switched services. 

-
A network operator shall be able to provide PS only subscriptions with or without assigning an MSISDN.

-
Remote triggering shall be supported with or without assigning an MSISDN.

-
Remote UE configuration shall be supported without the use of an MSISDN.

NOTE:
Current remote UE configuration solutions (i.e. Device Management and Over-the-Air configuration) are mainly based on SMS, which assumes the use of MSISDNs.

25.C
Network provided destination for uplink data

The Network Provided Destination for Uplink Data feature is intended for use when all data from a UE is to be directed to a network provided destination address.

-
For uplink data communication, the network shall be able to direct all uplink PS data traffic to a network provided destination address.

Note: This feature may be used, for example, when all data from an electricity meter is sent to a server maintained by the network operator.

25.X
Push Data

The following optional requirements are intended for UEs that require push data services. 
-
The system shall provide mechanisms, according to operator policy, where a server can send a mobile terminated message to a UE. Scenarios include:

-
The server is located in the public IPv6 address space. The MTC Device is assigned a public IPv6 address by the MNO. 


[image: image1]
Figure X-1: Server and the UE are in the public IPv6 address space

-
The server is located in a public IPv4 address space; the UE is assigned a private IPv4 address by the MNO.
Alternatively, the server is located in a private IPv4 address space and is assigned a private IPv4 address by the MNO; the UE is assigned a private IPv4 address by the MNO corresponding to the same IPv4 address space as the server.

[image: image2]
Figure x-2: Server in a public or private IPv4 address space, MTC Device in a private IPv4 address space
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