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	Reason for change:
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	The current spec does not address a scenario where Packet Oriented Services to the Internet need to be barred and IMS Multimedia Telephony Services are allowed. This scenario occurs e.g. when an operator would like to deliver a certain announcement and/or to offer an emergency call service through VoLTE to barred subscribers. This scenario needs to be properly addressed and, to that end, APN needs to be taken into account when Network judges whether to apply ODB or not.

	
	

	Summary of change:
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	Network shall be able to allow a subscriber to access some specific APNs while barred from the other Packet Oriented Services.
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not approved:
	When ODB is applied, operators cannot deliver certain services such as announcement and emergency call through VoLTE to barred subscribers.

Operators cannot bar packet orient service except for IMS Multimedia Telephony Services.
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---Start of the Change---
5.2
Packet Oriented Services

Packet Oriented Services, particularly data services, are different in nature to Circuit Oriented Services, and therefore have different requirements for Operator Determined Barring.

As described in the following categories, the Service Provider may at any time activate this feature and this shall terminate any relevant services in progress, and bar future requests for service covered by the barring category:

(
It shall be possible to bar subscribers completely from the Packet Oriented Services.
(
Network shall be able to allow a subscriber to access some specific APNs while barring the subscriber from the other Packet Oriented Services.
(
It shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN.

(
It shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are within the roamed to VPLMN.
The term ‘access point’ is used to indicate the GGSN or part of the GGSN that is specified by a particular APN.

---End of the Change---
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