3GPP TSG-SA WG1 Meeting #60
S1-124155
Edinburgh, UK, 12-16 November 2012

Title:

ProSe 6.2.6.5 [pr 60/78] Requires that the UE supports different paths
Ag. Item:       9.2/ ProSe

Source:
Huawei, Telecom Italia
Contact:
Laurence.meriau@huawei.com 
1. Introduction
Clarify that the requirement is more that the UE shall support different path, not that it shall establish different paths, as this is a solution requirement.
2. Discussion
Currently, 6.2 indicates that: “Subject to operator policy and user consent, a ProSe-enabled UE should be capable of establishing the E-UTRAN infrastructure path and ProSe communication path concurrently”

· It is agreed that the system shall be able to change, i.e. establish the path: 
· SA1 did not define which of UE or network decides to change this path/ establish this path. 

· It is possible that the selected solution will allow the network to establish the path as it knows the network load criteria when there is network coverage.
· For PS UEs when there is no network coverage, it is correct to say that UE establishes the direct path, but this is not a requirement for non-PS UEs or for PS UEs under network coverage. 
The requirement on the support of concurrent and independent paths is the one that should be specified in this sentence.

(It can be seen as common and merged based on further SA1 discussions).
3 Proposal
The following update of the TR is proposed for the TR :
************************** START OF CHANGES *************************

6.2
Additional Operational Requirements
[pr.6.2-77] ProSe services are available to ProSe-enabled UEs that are registered to a PLMN, and are under coverage of the E-UTRAN of said PLMN, potentially served by different eNBs. In this case E-UTRAN resources involved in ProSe services will be under real time 3GPP network control. 
[pr.6.2-78] Subject to operator policy and user consent, a ProSe-enabled UE should be capable of supporting the E-UTRAN infrastructure path and ProSe communication path concurrently.
[pr.6.2-79] The network should be able to collect Discovery information regarding which ProSe-enabled UEs are discovered to be in proximity of a given UE. Restrictions from contracts and regulation on data collection apply. 
[pr.6.2-80] ProSe services are not available to ProSe-enabled UEs out of E-UTRAN coverage except in the following case:
ProSe-enabled public safety UEs can use ProSe services when operating on public safety spectrum dedicated to ProSe services even when not under E-UTRAN coverage. In this case, at least a one-time pre-authorization to use ProSe services is needed. 
[pr.6.2-81] Re-authorization and specific configurations, including spectrum configurations, of public safety UEs shall be subject to public safety operator policy.
[pr.6.2-82] When Operating ProSe, the EPS shall be able to support regional or national regulatory requirements, (e.g. lawful interception, PWS).
************************** NEXT CHANGES *************************
5.2.6.5 
Potential Requirements

[PR.5.2.5-60] A public safety UE shall be capable of supporting one-to-one ProSe direct connection and exchange user traffic with multiple UEs concurrently, on public safety spectrum dedicated to ProSe services, assuming they are in radio range, and are authorized.
