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Introduction

Overview
TS 22.179 contains many requirements that require that the MCPTT Service shall perform a function based on a configurable trigger, without including a requirement that an MCPTT Administrator shall be able to configure the system accordingly.

One example is: “An authorized participant shall be able to request to transmit to an MCPTT Group or an individual participant.”  In order for the MCPTT system to restrict an unauthorized MCPTT user from requesting to transmit, the system needs to be configured with this information.  This contribution attempts to provide missing requirements to address the configuration of the MCPTT system to allow for the functions described in other requirements.  These management requirements cover aspects of user, group, and system configuration.

This submission is one of a set of 8 that address administration requirements. The others are: 

>>>>>>>>>>>>>>>>>>>>>> Start of Change <<<<<<<<<<<<<<<<<<<
5.4
Legacy Land Mobile Radio

The MCPTT service shall enable an MCPTT Administrator to authorize an MCPTT User to be able to override transmitting users on an MCPTT Group call that has both MCPTT Users and TIA 603 subscriber units and consoles.

The MCPTT service shall enable an MCPTT Administrator to authorize a TIA-603 subscriber unit or console to be able to override transmitting users on an MCPTT Group call that has both MCPTT Users and TIA 603 subscriber units and consoles.

The MCPTT service shall enable an MCPTT Administrator to authorize MCPTT Users to be able to receive losing audio from TIA 603 subscribers units and consoles.

6
Off-Network
The MCPTT service shall enable an MCPTT Administrator to authorize groups for off-network communications.

The MCPTT service shall enable an MCPTT Administrator to assign MCPTT Users to MCPTT Groups for off-network communications.

The MCPTT service shall enable an MCPTT Administrator to specify that an MCPTT Group is allowed to be relayed by a ProSe UE.

The MCPTT service shall enable an MCPTT Administrator to authorize a ProSe UE-to-Network relay to relay group communications. 
>>>>>>>>>>>>>>>>>>>>>> End of Change <<<<<<<<<<<<<<<<<<<
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