3GPP TSG-SA WG1 Meeting #66bis on MCPTT and GCSE
S1-142101
Dublin, Ireland, 15-17 July 2014
(revision of S1-14xxxx)
Title:
Moving requirements from definitions to main body
Agenda Item:
5 MCPTT: Mission Critical Push To Talk over LTE [SP-130728]

Source:
Motorola Solutions Inc
Contact:
Chris Wilson, chris.wilson@motorolasolutions.com
Abstract: This contribution proposes to move requirements that are part of agreed definitions to the main body of the document. The requirements are identified in their current location and a proposed new location for the requirement.
The 

3
Definitions and abbreviations

3.1
Definitions

Personality Provisioning: The ability to implement into an MCPTT UE the characteristics indicative of a specific agency’s user(s) with particular access to MCPTT Groups associated with that agency.  Note:  Some characteristics are Group IDs, Group ID alias, Talker ID, Talker ID alias, Group scanning lists, and other parameters that are required by an MCPTT User when using the MCPTT service. [Last sentence restructured to remove ‘may’.]   
Talker ID: An application layer identity that uniquely identifies the current speaker and represents either an MCPTT User or, in P25 systems, a subscriber unit. [Sentence restructured to remove ‘may’.]      
+++++++++++++++++++ FIRST CHANGE ++++++++++++++++++++++++++

3.1
Definitions

Affiliated MCPTT Group Member: An MCPTT Group Member who has indicated an interest in the group and is allowed to receive and/or transmit Group Communications from/to the particular MCPTT Group. An MCPTT User may simultaneously be an Affiliated MCPTT Group Member of more than one MCPTT Group. [REQ 1 - move highlighted requirement to 4.3]
MCPTT Group Member: An MCPTT User who has been authorized to participate in Group Communications of a particular MCPTT Group. An MCPTT User may simultaneously be a group member of one or more MCPTT groups.  [REQ 2 - move highlighted requirement to 4.3]
4.3
General Group Call

……………….

The MCPTT service shall allow the MCPTT Administrator to designate specific MCPTT Groups to be inaccessible to other users, including dispatchers or supervisors.

MCPTT Groups shall be able to be limited to a number of MCPTT Group members selected by the MCPTT Administrator.

An MCPTT User may simultaneously be a MCPTT Group Member of one or more MCPTT Groups. [REQ 1 - inserted] 
The MCPTT service shall present users with alphanumeric identifiers (with a minimum length of N3) (i.e., Alias ID) for the users of the UEs or for the MCPTT Groups.

The MCPTT service shall support an MCPTT User’s ability to affiliate to a multiplicity of MCPTT Groups. 
An MCPTT User may simultaneously be an Affiliated MCPTT Group Member of more than one MCPTT Group.  [REQ 2 – inserted but is redundant with above existing requirement; REQ 2 no needed in main body]
+++++++++++++++++++++ END OF FIRST CHANGE ++++++++++++++++++++
+++++++++++++++++++++ SECOND CHANGE ++++++++++++++++++++++++++
3.1
Definitions

Broadcast Group Call: A group call where the initiating MCPTT User expects no response from the other MCPTT Users, so that when his transmission is complete, so is the call. The target MCPTT Users may be a subset of all of the system users, or it may be all of the system users. [REQ 3 - move highlighted requirement to 4.3.1]
4.3.1
Broadcast Group Call

………………..

The MCPTT service shall support Broadcast Group Calls from authorized MCPTT Users as determined by the MCPTT Administrator.

The MCPTT service shall only allow the initiating MCPTT User to transmit on a Broadcast Group Call, unless overridden.

The MCPTT service shall support automatic affiliation of the MCPTT UE to a Group-Broadcast Group or User-Broadcast Group. 
The target MCPTT Users may be a subset of all of the system users, or it may be all of the system users. [REQ 3 inserted] 
The MCPTT service shall support Broadcast Group Calls to a dynamically defined geographic area.
++++++++++++++++++ END OF SECOND CHANGE ++++++++++++++++++++++

+++++++++++++++++++++++ THIRD CHANGE +++++++++++++++++++++++++

3.1
Definitions

Participant type: Functional category of the participant (e.g. Normal, Supervisor, Dispatch, Supervisor Dispatch), typically defined by the MCPTT Administrators. At any moment in time in a call, a participant is of only one type.
Editor's Note: second sentence above needs to be moved to the main body of the TS

+++++++++++++++++++++++ FOURTH CHANGE +++++++++++++++++++++++++

3.1
Definitions

Selected MCPTT Group: The MCPTT Group that a particular MCPTT Group Member uses for transmission. An MCPTT Group Member may have zero or one Selected MCPTT Groups.
[Resolved in agreed S1-142118]
