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This contribution proposes to modifiy the text in requirements # 8, # 12 and # 13 for On-Network clause 6.9 Private Call.   

Note: This contribution addresses action items 106), 108) and 111) for clause 6.9 provided in the Action Items for 3GPP SA1 #67bis and SA1 #68 document distributed to the SA1 WG in October 2014.
Specific action items 106), 108) and 111) addressed: 
106) Clause 6.9 8th requirement an e.g., or i.e., is needed for (low, normal, urgent)
 

108) Clause 6.9 12th requirement delete "Within an MCPTT Private call" since this is the clause heading.
 

111) Clause 6.9 last requirement: insert either an "a" or "the" before local
*****************************************************************************
Start of first proposed changes:

*****************************************************************************
6.9
Private Call

The MCPTT service should provide a mechanism for authorized MCPTT Users to query whether a particular MCPTT User is present on the network.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure whether the presence on the network of a particular MCPTT User is available.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is present on the network.

The MCPTT service should provide a mechanism for authorized MCPTT Usersto query whether a particular MCPTT User is capable of participating in an MCPTT Private Call.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure whether the ability to participate in Private Calls of a particular MCPTT User is available.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is capable of participating in an MCPTT Private Call.

The MCPTT service shall provide a mechanism (i.e. MCPTT Private Call callback request) for the calling party of an MCPTT Private Call to request that the called party (at earliest convenience) place a call to the calling party.

The MCPTT service shall provide a mechanism for the calling party of an MCPTT Private Call to assign a priority indication (i.e., low, normal, urgent) to any call back request.

The MCPTT service shall provide an MCPTT UE receiving an MCPTT Private Call callback request with an indication of the assigned callback priority assigned by the calling party.

The MCPTT service shall provide a mechanism for an MCPTT User to cancel a callback request.

The MCPTT service shall provide an MCPTT UE receiving an MCPTT Private Call callback request with an indication of which MCPTT User called and when.

The MCPTT service shall provide a mechanism by which specified participants or participant types (e.g.dispatch) have the ability to override an active PTT transmission of the other participant in the private call.

Editor' Note: Discrete listening requirements are FFS.

Editor' Note: Call override capabilities are FFS.

Editor' Note: Performance specifications are FFS.

The MCPTT service shall provide a mechanism by which an MCPTT User can make a private call to the local Dispatcher based on the MCPTT user's current location.
*****************************************************************************
End  of first proposed changes:
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