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Summary
Chapter 6.2.3.3.1 seems to contain an erroneous or unnecessary requirement. The requirement says that the MCPTT administrator shall be able to configure MCPTT Private Calls to allow only the overriding participant to transmit or to allow both the overriding and overridden participant to transmit. 

But what is the use case that makes it necessary to configure the system to allow both participants of a private call to transmit during an override situation? 
It is suggested to delete the requirement unless the use case is clarified.

*******   First Change  *****

6.2.3.3
Override

6.2.3.3.1
General Aspects

The MCPTT service shall enable MCPTT Administrators to create a priority hierarchy for determining what Participants, Participant types, and urgent transmission types shall be granted a request to override an active MCPTT transmission.

The MCPTT service shall enable an MCPTT Administrator to configure which MCPTT Group transmission a Participant(s) receives, overriding and/or overridden for cases where an authorized Participant overrides an MCPTT transmission.

The MCPTT service shall enable the MCPTT Administrator to configure the MCPTT Group to allow only the overriding participant to transmit or to allow both the overriding and overridden participant to transmit.


The priority hierarchy used for granting a request to override an active MCPTT transmission shall contain at least four (4) levels.

The transmitting Participant shall be determined by the relative floor control priorities of the Participants and call types.

The MCPTT service shall provide a mechanism for Participants, to override an active MCPTT transmission of a transmitting Participant when the priority level of the overriding Participant or call type are ranked higher than the priority level of the transmitting Participant or call type. 

If an authorized participant overrides an MCPTT transmission, the MCPTT service shall provide a means of notifying the overridden Participant(s) that the transmission has been overridden.

*******   End of Change  *****

