3GPP TSG-SA WG1 Meeting #67bis and #68
S1-144078
San Francisco, USA, 13-14 and 17-21 November 2014
(revision of S1-14xxxx)
Title:
Updates and clarifications for 5.5 and 6.8 Receiving from Multiple MCPTT 
Groups
Agenda Item:
7.1 MCPTT: Mission Critical Push To Talk over LTE
Source:
Motorola Solutions
Contact:
Chris Wilson (chris.wilson@motorolasolutions.com) 
Abstract: Move the single requirement in sub clause 6.8 to sub clause 5.5 as this requirement should be supported on-network and off-network. Add requirement for an MCPTT UE to simultaneously receive on-network groups and off-network groups. This new requirement is based on a requirement for ‘Dual Watch’ that appears in “TETRA and Critical Communications Evolution User Requirements Specification Mission Critical Broadband Communications [Part 2: Critical Communications Application]” (TR 102 022-2 V0.0.6 (2014-04)).
+++++++++++++++++++++ CHANGE 1 START) ++++++++++++++++++++++
5.5
Receiving from Multiple MCPTT Groups

The MCPTT Service shall require that MCPTT Users affiliate with MCPTT Groups prior to participation in the communications of those groups.

A MCPTT User shall be able to affiliate with a multiplicity of MCPTT Groups, subject to restrictions configured by the MCPTT Administrator.

The MCPTT User shall be affiliated to the MCPTT Groups that the UE monitors.

The MCPTT service shall allow a UE to be receiving or transmitting in one MCPTT Group while simultaneously receiving additional MCPTT Groups.

The MCPTT service shall provide a mechanism to configure the number (N4) of calls to be simultaneously received by a UE, authorized by an MCPTT Administrator and/or authorized user.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N5) of MCPTT Group transmissions that a UE can simultaneously receive.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N10) of MCPTT Private Calls in which a UE simultaneously participates.

The MCPTT service shall provide a mechanism to configure the number (N6) of calls to be simultaneously received by an MCPTT User, authorized by an MCPTT Administrator and/or authorized user. 

The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N7) of MCPTT Group transmissions that an MCPTT User can simultaneously receive.

The MCPTT service should provide a mechanism for an MCPTT Administrator and/or authorized user to prioritize the order in which multiple MCPTT Groups are presented by the UE.
The MCPTT service shall allow an authorized  MCPTT UE to receive on-network MCPTT Groups and off-network MCPTT groups simultaneously.
[URS 4.10 Dual Watch “The MU should be able to listen simultaneously to a set of GCSE_LTE and ProSE communications”]
The MCPTT service shall, provide multiple Talker IDs for display on UEs when multiple MCPTT Groups are received by the UE
.

Editor's note: Use of User versus UE requirements is FFS.

+++++++++++++++++++++ CHANGE 1 END) ++++++++++++++++++++++
+++++++++++++++++++++ CHANGE 2 START) ++++++++++++++++++++++
6.8
Void




+++++++++++++++++++++ CHANGE 2 END) ++++++++++++++++++++++
�Moved from section  6.8


�Moved to section 5.5





