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Abstract: 

We suggest doing the following changes to the use case on pre-configured location reporting time in TR 22.899. 

The potential requirement of this use case is that the location reporting procedure could be initiated at pre-configured time points without being triggered by the PCC function. The update is to make the potential requirement more clearly to understand.
****************   Start change  ************

5.1
Use case on pre-configured location reporting time
5.1.1
Description

This use case describes the scenario where the location reporting time could be pre-configured by the network. 
5.1.2
Pre-conditions

The 3GPP core network supports obtaining the UE’s cell information at chosen time points through the location reporting procedure.  
There is a primary school in cell A and a gymnasium in cell B.  On the weekdays, Alice should be in the primary school in cell A from 9:00 to 15:30, and in the gymnasium to take the basketball class from 16:30 to 17:30. Alice’s parents want to know whether Alice is in the correct cell at certain time points, so they sign an agreement with the MNO to provide Alice’s cell information at chosen time points, such as 9:00, 12:00, 15:00 and 17:00, etc..

5.1.3
Service Flows

On the weekdays, at any pre-configured time point, e.g., 9:00, the core network could initiate the location reporting procedure to obtain the cell information of Alice’s UE without being triggered by PCC function. 

5.1.4
Post-conditions

The core network obtains cell information of Alice’s UE at –pre-configured time point, e.g., 9:00.

On the weekdays, the network provides the cell information of Alice’s UE at pre-configured time points to her parents.

Note: How the network exposes the location information is not in the scope of this study.

5.1.5
Potential Requirements

The 3GPP core network shall be able to initiate the location reporting procedure to obtain UE’s cell information at pre-configured time points no matter whether the PCC function involves or not.
****************   End change  ************
