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Abstract:.This contribution proposes a use case that  3GPP network should probe the difficult server  to ensure  its stauts  bad or not when 3GPP network will not be informed that affected applications on it have recovered or not.
The following is proposed to be included in TR 22.818.
---------- Use Case template ----------
4.x
3GPP  network  probes the status of  the difficult server 
4.x.1
Description

As the third party server  faces difficulties.3GPP network reduces or stops the traffic to this server and start the probe mechanism. 3GPP  network periodically send a probe to the server to get answer to ensure the difficult server is recovered or not(status: normal load and no hardware difficulties). If the server recovered, 3GPP  network would begin  to forward  the former eliminated traffic or reduced traffic to the server again, and carry out  normal data transmission between the user and the third party server.

4.x.2 Pre-conditions 

The third party server encounter difficulties and 3GPP network reduces or stops  traffic from the users to this server.

4.x.3   Service Flows

 3GPP  network periodically send a probe to the former difficult server to get answer to ensure the difficult server is recovered or not .If  the former difficult server  recovers, with load below a certain threshold, or hardware problems are solved.3GPP network  get the response from the former difficult server to ensure it is recovered. 3GPP network begin to forward the traffic to this server in a normal state，such as to inform the stopped user to send traffic again and guarantee the former-reduced traffic to forwarding normally again.

4.x.4
Post-conditions

3GPP  network starts the normal traffic forwarding between  users and the third party server.

4.x.5
Potential Requirements

None

Note: This requirement is in that  3GPP  network will not be informed the server status.
