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	Reason for change:
	Floor control is application specific and should not be included in GCSE. The removal of floor control from the GCSE is intended to apply to all releases. In the latest version 12.1.0 a number of alignment CRs (CR5, CR6, CR10 and CR11) were implemented, which should only apply to the Rel-12 version of the TS. 

	
	

	Summary of change:
	Creation of a Rel-13 and removal of floor control requirements from GCSE. The CR uses version 12.0.0 as basis instead of the latest version 12.1.0.

	
	

	Consequences if not approved:
	If not approved a future Release 13 version would at some point be created based on the latest version (i.e. version 12.1.0). This would imply that the Release 12 alignment CRs (CR5, CR6, CR10 and CR11) implemented in version 12.1.0 would also apply to the Release 13 version. This was not the intention of SA1 when these CRs were produced.
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	Other comments:
	This CR13 is technically the same as CR12. As CR12 wrongly referred to Rel-12, a Rel-13 version of 22.468 was not yet created. This CR13 aims to correct this. A Rel-13 version of 22.468 should be made based implementing this CR13 with version 12.0.0 as the basis.


*****  Start Change *****
5.3.5
Services provided during an on-going Group Communication





An entity shall be able to request a notification when a specific Group Member ceases to be a Receiver Group Member. 

A Receiver Group Member ceases to be a Receiver Group Member of a certain group by:

-
user decision 

-
third party decision

-
after a service dependent amount of time

-
after a system configurable amount of time of unavailability.

A notification shall be provided to the requesting entity when a specific Group Member ceases to be a Receiver Group Member.

Note: 
During the lifetime of a Group Communication the Receiver Group Members of the Group Communication may change. In the case where there are no Receiver Group Members, Transmitter Group Members would need to know that there are no other Receiver Group Members, and when another Receiver Group Member returns to the Group Communication.
A Transmitter Group Member ceases to be a Transmitter Group Member of a certain group by:

-
user decision 

-
third party decision

-
after a service dependent amount of time

-
after a system configurable amount of time of unavailability.

*****  End Change *****
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