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Abstract: Rewrite Second requirement of 6.4.3 and move it to 6.1
Propose to rephrase the second requirement of 6.4.3:

"MCPTT Groups shall be able to be limited to a number of MCPTT Group members selected by the MCPTT Administrator."

to:

"The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N..) of MCPTT Group members of an MCPTT Group."

and to move the requirement to 6.1.
The other requirement of 6.4.3 was removed by S1-144147. Therefore the empty 6.4.3 is removed.
========= Change 1 ===============

6.1
General Administrative

The MCPTT service shall provide a mechanism for an MCPTT Administrator to create and assign members to MCPTT Groups.
The MCPTT service shall provide a mechanism for an MCPTT Administrator to limit the total number (N..) of MCPTT Group members of an MCPTT Group.
The MCPTT service shall provide a mechanism for an MCPTT Administrator to authorize a user to request an MCPTT Group Call to one or more MCPTT Groups.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to determine MCPTT Users who have the role of a particular Participant type on an MCPTT Group.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to assign identifying information to an MCPTT Group (e.g. name, alias).

The MCPTT service shall provide a mechanism for an MCPTT Administrator to create MCPTT User Profiles.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to assign identifying information to MCPTT User Profiles (e.g. name, identifier, alias). 

========= End of change ===============

========= Change 2 ===============

6.4
General group call

6.4.1
General aspects

The MCPTT service shall enable an MCPTT Administrator to configure which MCPTT Group Members are authorized to select to transmit to an MCPTT Group.

Editor's note: this requirement should be moved to a future administrative clause of the document.

6.4.2
Group status/information

The MCPTT service shall provide a mechanism by which an authorized MCPTT User can determine which MCPTT Groups have at least one other MCPTT User affiliated.

The MCPTT service shall provide a mechanism by which an authorized MCPTT UE can determine what MCPTT Groups have at least one active receiving member.

The MCPTT service shall provide a mechanism by which an authorized MCPTT UE can determine that a number (N1) of receiving members are present for an MCPTT group.

The MCPTT service shall provide a mechanism by which an authorized MCPTT UE can determine that a particular receiving member(s) is present for an MCPTT group.

The MCPTT service shall provide a notification, for example audio and/or visual, to a user that there are no members on an MCPTT Group being used/monitored by the user and that the user is the only user affiliated to that MCPTT Group.




6.4.3
Identification and location information

The MCPTT service shall provide the Talker ID, Talker ID alias, Group ID, Group ID alias and, if available, Critical Communication Agency of the transmitting participant to the receiving MCPTT UEs unless the transmitting participant's identity is restricted.

The MCPTT service shall provide location information of the transmitting MCPTT UE to receiving MCPTT UEs unless the location of the transmitting MCPTT UE is restricted.

The MCPTT service shall present users with human readable identifiers (with a minimum length of N3) for MCPTT Users (i.e., Talker ID alias) and for the MCPTT Groups (i.e., Group ID alias).

6.4.4
Membership/affiliation

The MCPTT service shall support automatic affiliation of the MCPTT UE to a Group-Broadcast Group or User-Broadcast Group.

The MCPTT service shall support an MCPTT User's ability to revoke his affiliation with an MCPTT group.

6.4.5
Membership/affiliation list

The MCPTT service shall provide, upon request, the list of currently affiliated members on an MCPTT Group to an authorized user regardless of the user's affiliation.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to authorize an MCPTT User to request the list of currently affiliated members on an MCPTT Group regardless of the MCPTT User's affiliation or group membership.

The MCPTT service shall provide, upon request, the list of currently affiliated members of an MCPTT Group to an authorized UE.

When a list of affiliated members is provided, the list shall reference each member by Talker ID and Talker Alias ID.

The MCPTT service shall provide, upon request, the current list of members of an MCPTT Group to an authorized user.

The MCPTT service shall provide, upon request, the current list of members of an MCPTT Group to an authorized UE regardless of the UE's membership.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to authorize an MCPTT User to request the complete list of members of an MCPTT Group, regardless of the MCPTT User's membership.

When a list of members is provided, the list shall reference each member by Talker ID and Talker Alias ID.

6.4.6
Authorized user remotely changes another MCPTT User's affiliated and/or Selected MCPTT Group(s)

The MCPTT service shall allow an authorized user (e.g., Dispatcher) to change an On-Network MCPTT User's Selected MCPTT Group, and notify this to the On-Network MCPTT User.

The MCPTT service shall allow an authorized user (e.g., Dispatcher) to make changes to the groups that an On-Network MCPTT User is affiliated to, and notify this to the On-Network MCPTT User.

6.4.7
Prioritization

The MCPTT service shall provide a mechanism to prioritize, dynamically and in real-time, MCPTT Group Calls in relation to other MCPTT Group Calls (with respect to transport and presentation).

The MCPTT service shall provide a mechanism to prioritize, dynamically and in real-time, MCPTT Group Calls in relation to MCPTT Private Calls (with respect to transport and presentation).

The MCPTT service shall provide a mechanism to prioritize, dynamically and in real-time, MCPTT Private Calls in relation to MCPTT Group Calls (with respect to transport and presentation).

The MCPTT service shall provide a mechanism to prioritize, dynamically and in real-time, MCPTT Private Calls in relation to other MCPTT Private Calls (with respect to transport and presentation).

The MCPTT service shall provide a mechanism to prioritize, dynamically and in real-time, MCPTT Groups in relation to other traffic (with respect to transport and presentation).

The MCPTT service shall provide a mechanism to prioritize, dynamically and in real-time, MCPTT Private Calls in relation to other traffic (with respect to transport and presentation).

The MCPTT service shall provide a mechanism to organize MCPTT Groups into a hierarchy(ies).

The MCPTT service shall provide a mechanism to prioritize MCPTT Group Calls based on the priorities associated with elements of the call (e.g., service type, requesting identity, and target identity).

The MCPTT service shall provide a mechanism to prioritize MCPTT Private Calls based on the priorities associated with elements of the call (e.g., service type, requesting identity, and target identity).

6.4.8
Relay requirements

The MCPTT UE-to-Network Relay service shall provide On-Network MCPTT service to MCPTT UEs not currently connected to the serving network.

6.4.9
Administrative

The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure the conditions under which an MCPTT Session shall be terminated (e.g., last participant leaving, second last participant leaving, initiator leaving, etc).

The MCPTT service shall provide a mechanism for an MCPTT Administrator to set a pre-defined time period without any traffic in an MCPTT Session, after which the MCPTT Session shall terminate.

The MCPTT service shall provide a mechanism for MCPTT Administrators to configure the maximum allowed time duration for an MCPTT Session to remain active.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to determine how many MCPTT Users must remain participating for an MCPTT Session to remain active.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure MCPTT Groups to be receive-only for specified MCPTT Group Members.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to set the preferred voice codecs for an MCPTT Group.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to confine use of an MCPTT Group to MCPTT Group Members in a particular geographic area.

========= End of change ===============

