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	Reason for change:
	SMS is a very important CS service applicated in many authenticated area.MNOs will use it to integrate multiple services such as voice，SMS，picture, video etc. 

A problem faced by CDMA MNOs is how to select the SMS domain between LTE and CS (CDMA) when  using the same MDN for a terminating call to subscriber with multi mode terminal that is only attached to one domain (LTE or CDMA SMS) as CDMA uses different UE domain registration databases for CDMA CS and LTE . Moreover, CDMA network supports CMAP SMS, but the LTE device may send GMAP SMS in LTE tunnel when SMSoLTE scenario. So the network must support both GMAP SMS and CMAP SMS, and deliver the appropriate SMS when domain selection.So, in order to make the correct decision on which domain to select for mobile terminated calls the requirements need to be supported.
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***** BEGIN CHANGE *****
15.3.3
Mobile Terminated SMS
When a ME capable of offering SMS service both on CS and IMS, MT CS SMS and MT IMS SMS services shall be delivered over the domain specified by the Home operator policy or users preferences. The Home Operator policy shall have precedence to user preferences. 
The delivery decision shall  take into account aspects such as IMS registration and CS attachment status.
SMS GW shall support SMS MAP protocols for different radio access (e.g. UTRAN/GERAN, CDMA). And SMS GW shall send appropriate MAP protocol SMS to ME. If the SMS delivery attempt fails in one domain, if specified by operator policy, it should be possible to attempt the delivery in the other domain.
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