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Abstract: The document introduces how to manage different sources of Data.

Proposal:
It is proposed to add the following use case into MCData TR.
x.1 Management of Different Sources of Data
x.1.1
Description

This use case describes how to manage different sources of Data (e.g, text, file, or photo… ).
When multiple media sources are connected to a MCData Group, an MCData Dispatcher shall be able to configure which data sources can be transmitted to an MCData Group. 
In an emergency case, the commander and MCData Group Members needs multiple data sources from different sources to have more information around and have better control and communication of the whole rescue team. So an MCData Dispatcherneeds to configure which data sources can transmit data to the MCData Group. 
It is depicted in Figure 1 that 3 different data sources are connected to the MCData Group. 
In this case, the Administrator configure that the Area 3 data from source C shall be transmitted to the MCData Group if they need these data information.  The Area 2 and Area 4 data D/E will not be transmitted to the MCData Group while the media information is useless for current situation.

[image: image2.wmf]Data 

source E

MCData

Network

Member A

Data C 

flow

Member B

Data E 

flow

Group 

X

Area2

Area3

Area4

Data D

Area1

Data C

Data E

Data C

Data C

Data D 

flow

Data 

source D

Data 

source C


Figure 1: Support for Different Data Sources





x.1.2
Pre-conditions

User A and User B are affiliated to the MCData Group X. Three different Data Sources C, D, E are connected to the MCPTT Group X. 
x.1.3
Service Flows
The Dispatcher of the MCData Group Xconfigures only Data Source C to be transmitted to the MCData Group, then start transmitting data flow.
x.1.4
Post-conditions
User A and User B receive the data originated from Data Source C.

User A and User B cannot receive the data originated from Data Source D and Data Source E.
x.1.5
Potential Impacts or Interactions with Existing Services/Features
x.1.6
[Potential] Requirements

The MCData service shall provide a mechanism for a dispatcher or authorized user to configure which data sources shall be able to transmit data to an MCData Group.
The MCData service shall provide a mechanism for a dispatcher or authorized user to configure which data sources shall be able to transmit data to an MCData User.
