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Abstract: This contribution proposes the text for Conclusion section in TR for V2X Study (FS_V2XLTE).
Reason for Change Proposal:

Based on the progress as of the end of SA1#71 (75% completion with 24 Use Cases) and the plan for the SA1#72 meeting (S1- 152759), it is considered that the TR is in its mature stage. Therefore, the conclusion section should be completed accordingly in preparation for its submission to SA Plenary for approval in December 2015.
>>>>> 1st Change <<<<<<

8
Conclusion and Recommendations
The Feasibility Study for LTE support for V2X service (V2XLTE) Technical Report analyses a number of use cases of V2X for both safety use and non-safety use. The use cases address three key types of V2X: 

· Vehicle-to-Vehicle (V2V),

· Vehicle-to-Infrastructure/Network (V2I/V2N), and
· Vehicle-to-Pedestrian.
Taking into account the Use Cases and Scenarios in Clause 5, potential requirements for the operations of UE supporting V2X Service and roadside unit (RSU), which can be implemented in the form of either stationary UE or eNB, have been identified. These potential requirements have been summarised as a set of consolidated potential requirements as captured in the previous clause. 
It is recommended that the potential requirements identified in this TR are considered for the development of normative requirements.

>>>>> End of 1st Change <<<<<<

