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Abstract: This contribution proposes to add an Off-Network MCVideo Emergency Alert use case and associated requirements into the FS_MCVideo draft TR 22.879 for Release 14. 
x.1 
Off-Network MCVideo Emergency Alert Use Case 
x.1.1
Description

This use case describes an off-network scenario where a police officer (user) in an emergency situation sends an emergency alert. The UEs of all users in the scenario belong to a multimedia group for voice and video.
x.1.2 
Pre-Conditions 
An operator offers a service, which makes use of MCPTT and MCVideo features.

Officer A, B and C use public safety UEs with voice and video capability
Officer A, B and C’s UEs are configured to belong to a multimedia group X for MCPTT and MCVideo
Officer A, B and C are subscribed to a public safety service that allows them to use MCPTT and MCVideo services.
Officer A, B, and C are equipped with wearable cameras connected to their UEs.

Officer A, B and C are affiliated to multimedia group X for MCPTT and MCVideo.  
Officer A, B and C’s UEs are out of E-UTRAN coverage. 
x.1.3
Service Flows
Officer A encounters an emergency situation (e.g., an armed robbery in a convenience store where Officer A is a customer and obscured from view in the back of the store) where it would be dangerous to make a voice call.  
Officer A intiates an off-network MCVideo Emergency Alert on his UE to his MCVideo Group X to indicate a life threatening situation. 

x.1.4
Post-conditions

The off-network MCVideo Emergency Alert transmission sent by Officer A is received by Officers B and C in MCVideo Group X.  
x.1.5
Potential Impacts or Interactions with Existing Services/Features

Emergency Alert  
Service requirements for MCPTT Emergency Alert are provided in MCPTT TS 22.179 V13.2.0 (2015-06) clauses 5.7.2.4.1 and 5.7.2.4.2.
 --The MCPTT Requirements do not support an MCVideo Emergency Alert. 

x.1.6
      [Potential] Requirements 
MCVideo Emergency Alert requirements

An MCVideo UE operating off the network shall be capable of transmitting and receiving an MCVideo Emergency Alert (indicating a life threatening emergency is in progress) to-from affiliated members of an MCVideo Group used in the emergency alert message. 
The Off-Network MCVideo Service shall support an MCVideo Emergency Alert capability, which on initiation by an MCVideo User shall put that MCVideo User into the MCVideo Emergency State and cause that MCVideo UE to send an MCVideo Emergency Alert.

The Off-Network MCVideo Service shall provide a means for an authorized user to be able to activate the MCVideo Emergency Alert capability.

The MCVideo Emergency Alert shall contain the following information: Location, MCVideo User ID and group ID (i.e., user’s selected group or dedicated MCVideo Emergency Group, as per group configuration) and the user’s Mission Critical Organization name.

The MCVideo Emergency Alert shall be distributed to affiliated members of the off-network MCVideo Group that was used in the MCVideo Emergency Alert. 
An MCVideo UE operating off the network shall maintain knowledge of the MCVideo Emergency State, until cancelled.

Until the MCVideo Emergency State is cancelled on the MCVideo UE, all MCVideo Group Communications by the MCVideo User shall be an MCVideo Emergency Group Communication. 
The MCVideo UE shall be configurable as to which group (i.e., user’s selected group or dedicated MCVideo Emergency Group) is used for the MCVideo Emergency Group Communication.

The MCVideo UE shall immediately affiliate to the group configured for MCVideo Emergency Group Communication, if not already affiliated to the group, after activating an MCVideo Emergency Alert.

The Off-Network MCVideo Service shall provide a mechanism for an MCVideo Administrator to configure how an MCVideo User is notified of an incoming MCVideo Emergency Alert (e.g., visual, audio).

The Off-Network MCVideo Service shall provide a mechanism for an MCVideo User to configure, subject to MCVideo Service policy, how they are notified of an incoming MCVideo Emergency Alert (e.g., visual, audio).

The Off-Network MCVideo Service shall provide a mechanism for an MCVideo Administrator to configure which MCVideo Group (i.e., user’s selected group or dedicated MCVideo Emergency Group) is used for the MCVideo Emergency Alert by an MCVideo User.

MCVideo Emergency Alert cancellation requirements

The MCVideo UE shall only provide a means for cancelling the MCVideo Emergency State locally by an authorized user of that MCVideo UE.

The Off-Network MCVideo Service shall support MCVideo Emergency Alert cancellation by authorized MCVideo Users.

The Off-Network MCVideo Service shall distribute MCVideo Emergency Alert cancellation to all affiliated members of the MCVideo Group identified in the cancellation.

