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Abstract: This pCR proposes and addition in the description text to help the read to find other related requirements. 
Introduction

It was decided by SA1 that TS 22.261 will only include the new requirements specific for release 15. However, this way of working can difficult for readers which wants to identify all the requirements specific to one section.

Therefore, we propose an addition in the description of different sections TS22.261 that will identify which other specification must be taken into account when talking about a specific capability of the system.

In this case, 3GPP TS 22.146, TS 22.246 and TS 22.101, clause 32 “3GPP enhancement for TV application support”.”

Proposal

**** First Change ****
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
NGMN 5G White Paper v1.0, February 2015. 
[3]
3GPP TS 22.011: "Service accessibility".
[4]
NGMN, "Perspectives on Vertical Industries and Implications for 5G, v2.0", September 2016.
[x]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service (MBMS)".
[y]
3GPP TS 22.246: "Multimedia Broadcast/Multicast Service (MBMS) user services".
**** End of First Change ****
**** Second Change ****
6.13
Flexible broadcast/multicast service
6.13.1
Description
The proliferation of video services, ad-hoc multicast/broadcast streams, software delivery over wireless, group communications and broadcast/multicast IoT applications has created a need for a flexible and dynamic allocation of radio resources between unicast and multicast services within the network as well as support for a stand-alone deployment of multicast/broadcast network.  Moreover, enabling such a service over a network for a wide range of inter-site distances between the radio base stations will enable a more efficient and effective delivery system for real-time and streaming multicast/broadcast content over wide geographic areas as well as in specific geographic areas spanning a limited number of base stations. A flexible multicast/broadcast service will allow a 5G system to efficiently deliver such services.
The following set of requirements complement the requirements listed in 3GPP TS 22.146, TS 22.246 and TS 22.101, clause 32.
6.13.2
Requirements

The 5G system shall support operation of downlink only broadcast/multicast over a specific geographic area (e.g., a cell sector, a cell or a group of cells).

The 5G system shall support operation of a downlink only broadcast/multicast system over a wide geographic area in a spectrally efficient manner for stationary and mobile UEs.
The 5G system shall enable the operator to reserve 0% to 100% of radio resources of one or more radio carriers for the delivery of broadcast/multicast content.
**** End of Second Change ****
