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Attachments:
1. Overall Description:

SA1 thanks SA2 for their incoming LS and request for feedback on the use case and key issue “Support of 5GC assisted cell selection to access network slice”, i.e. on supporting combined use of spectrum bands and network slices.
Below are some extracts from the provided use case and key issue description.

----------------------
One of the requirements documented in GSMA 5GJA NG.116 is to define the radio spectrum supported by the network slice. A specific frequency band can be used to access a specific network slice(s). For instance, eMBB slice can be supported in 2.6 GHz and 4.9 GHz while URLLC slice can be supported only in 4.9 GHz. In some other deployment scenarios, the lower frequency band can be used for IoT while using the higher frequency bands for eMBB services. That is, the combination of the spectrum bands and the network slices can be a good tool for operators requiring the service isolation/management as well as the maximum use of the 5G spectrum bands.

…
The key issue will study how to select a particular cell that can be used to access the network slice(s) when the operator manages a different range of radio spectrums per network slice. In particular, this KI will address:

· How does 5GS steer UEs to a 5G-AN (e.g. a specific frequency band) that can support the network slices that the UE can use.

· What information does 5GS need to take a decision to steer UE to a proper 5G-AN.

· What information should be provided to the UE to select a proper 5G-AN and how it is sent to the UE.

· Any RAN impacts shall be identified and alignment with RAN WGs shall be pursued if any impacts are identified.
----------------------
SA1 view is that the scenario of combined use of spectrum bands and network slices, under SA2 study, is a relevant use case for operators. SA1 believes that a solution for addressing such use case is required and should be identified by SA2. 
2. Actions:

To SA2:
ACTION: SA1 kindly asks SA2 to take the above into account.
3. Date of Next TSG SA WG1 Meetings:

SA1#90
18-22 May 2020

TBD

SA1#91
24-28 August 2020
Wroclaw, Poland
