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***** first change *****
4.2	High level general requirements for Warning Notification delivery
The following list gives the high level general requirements for Warning Notification delivery:
-	PWS shall be able to broadcast Warning Notifications to multiple users simultaneously with no acknowledgement required. 
-	PWS shall be able to support concurrent broadcast of multiple Warning Notifications.
-	Warning Notifications shall be broadcast to a Notification Area which is based on the geographical information as specified by the Warning Notification Provider.
-	PWS capable UEs (PWS-UE) in idle mode shall be capable of receiving broadcasted Warning Notifications. 
Note:	A bandwidth reduced low complexity UE or a UE supporting eDRX may not support all requirements for PWS, including ETWS, CMAS, EU-Alert and KPAS
-	PWS shall only be required to broadcast Warning Notifications in languages as prescribed by regulatory requirements. 
-	Warning Notifications are processed by PWS on a first in, first out basis, subject to regulatory requirements.
-	Reception and presentation of Warning Notifications to the user shall not pre-empt an active voice or data session.
-	Warning Notifications shall be limited to those emergencies where life or property is at imminent risk, and some responsive action should be taken.
NOTE: 	This requirement does not prohibit the use of the operator’s network (i.e. broadcast technology) implemented for Warning Notifications to be used for commercial services. 
-	Subject to local/regional regulations, the 5G system shall be able to support PWS over non-public networks.


