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Abstract: This paper proposes use cases for Smart Prosthesis and Its Safety Model.

5.X
Smart Prosthesis and Its Safety Model
5.X.1
Description

The smart prosthesis is equipped with a variety of sensors to perceive the user's posture and actions, and is controlled based on bionics to provide corresponding power to assist the user in walking, thereby reducing user fatigue and avoiding secondary injuries. At the same time, smart prostheses can be combined with neural engineering and allow the wearer to operate together through human intent and automated algorithms. When high flexibility is required, humans control movement. When high robustness is required, through the use of artificial intelligence, machine learning is performed on the gait data obtained by the sensor to better perceive the user's intention and environmental changes, and adaptively adjust the prosthesis to adapt to the gait characteristics of each user, to help users walk more easily and naturally.

The sensor mounted on the smart prosthesis can convert the residual nerve of the residual limb of the mobile phone amputee into a nerve signal and convert it into a motion signal to judge the human movement trend. At the same time, the smart prosthesis can sense the pressure, roughness, force angle, etc. of the connection between the residual limb and the prosthesis through the sensor, thereby adjusting the comfort of the connection between the prosthesis and the residual limb and the flexibility of the joints of the prosthesis, and assist in identifying the movement state of the body.

Smart prostheses can store user usage data in the cloud by connecting to servers on the cloud. Both smart prostheses and cloud servers are connected to the 5G network. Users can download prosthetic control applications on smart terminals such as mobile phones and computers to monitor the status of the prosthesis in real time, including power, loss, working status, etc.

When the network is good, the intelligent prosthesis will start the high-performance state, and the sensitivity and accuracy of the prosthesis will be high. When the network status is poor, the prosthetic control application detects the network status, it will activate the safe mode, such as reducing the sensitivity of the prosthesis, and only protect the most basic functions of the prosthesis. The prosthesis can also active the local mode, and the application can control the smart prosthesis through some instructions stored locally.
5.X.2
Pre-conditions

A is a leg amputee patient who has recently been fitted with a smart prosthesis. The smart prosthesis is made according to its original limbs, and can be monitored and controlled by the corresponding prosthetic limb control software on the mobile phone. The prosthesis can capture the residual neurons of A and recognize A's posture, movement, etc., and analyse A's movement trend through artificial intelligence, thereby assisting A's action. The smart prosthesis and the mobile phone equipped with the control application need to be connected to the 5G network. The smart prosthesis can upload user data to a cloud server, and the prosthetic control application can download user data from the cloud, and can control the actions of the prosthesis by sending instructions.
5.X.3
Service Flows

1.A wears smart prosthetic connected to 5G network

2. Network conditions are getting worse

3. Network sends notification of network status to prosthetic control application 

4. The prosthesis control application adjusts the motion parameters according to the network conditions and reduces the prosthetic motion mode. When the network is poor to a certain extent, the control application sends out an alarm and turns on the safety mode to retain only the most basic functions of the prosthesis. The motion accuracy of the prosthesis will be reduced, and the user experience will be correspondingly worse. The user can operate the basic functions of the prosthesis through the prosthesis control application

5. When the network situation becomes better, the network will also notify the application of the current network status, and the application will release the prosthetic safety mode to provide high-quality services
5.X.4
Post-conditions

The prosthesis worn by A can switch the operating state of the prosthesis according to the status of the network, and issue an alarm in advance。Avoid dangerous situations such as when A wears a smart prosthesis for running or doing some large-scale exercises, the network status becomes poor or the network is suddenly disconnected, causing the prosthesis to suddenly fail, and A suddenly falls under the drive of the motion inertia.
5.X.5
Existing features partly or fully covering the use case functionality

TS23.501 has been adjusted for single stream, but there is no adjustment for multi-stream
5.X 6
Potential New Requirements needed to support the use case

[PR 5.X.6-1] 5G system shall support the capability that AF can can subscribe to network quality changes, such as requesting QoS parameters and provide notification to AF when there are changes in the network.

[PR 5.X.6-2] 5G system shall support adjustment according to AF’s QoS requirements according to the network quality when the network quality deteriorates.
