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Discussion
This document proposes an update to an existing use case for FS_Resident, “Use case: seamless path switch from a UE-to-UE direct communication to an indirect communication via an evolved residential gateway” to align clause 5.10 with the Editor’s Note on service hosting environment in clause 5.11.

Proposal
The term Application Server is used to align with the terminology used in other use cases of the TR.
The following changes to 3GPP TR 22.858 version 1.0.0 are proposed.

* * * *   First Change   * * * *
[bookmark: _Toc66909248][bookmark: _Toc66909181][bookmark: _Hlk68015479]5.10	Use case: seamless path switch from a UE-to-UE direct communication to an indirect communication via an evolved residential gateway
[bookmark: _Toc66909249]5.10.1	Description
This use case is depicted in Figure 5.10.1-1. It shows the scenario where two UEs have been in direct communication via a first path (Path #1) using 3GPP technology, but as the two UEs move apart from each other, they have to switch seamlessly to an indirect communication via any of the paths (Path #2, Path #3, Path #4) going through an eRG also using 3GPP technology.




Figure 5.10.1-1. Seamless switching from a direct UE-to-UE path to an indirect path going through an evolved residential gateway.
[bookmark: _Toc66909250]5.10.2	Pre-conditions
Multiple Premises Radio Access Stations (PRASs) are deployed in the home (building) for serving different floors or rooms and interconnected via the eRG. The eRG is connected to the 5G-CN and the PRASs are connected to the 5G-CN via the eRG. UEs that are connected to PRASs can enjoy services offered by a Service Hosting Environment in the 3GPP network, and/or an Application Server (AS) via the eRG.
* * * *   End of Changes   * * * *

image1.emf
UE1 UE2 PRAS 1

eRG

UE1 PRAS 2

Floor 1

Floor 2

W-AGF 5G-CN

Service Hosting 

Environment

Path #1

Path #2

Path #3

Path #4

Application 

Server


Microsoft_Visio_Drawing.vsdx
UE1
UE2
PRAS 1
eRG
UE1
PRAS 2
Floor 1
Floor 2
W-AGF
5G-CN
Service Hosting Environment
Path #1



Path #2


Path #3


Path #4
Application Server



image2.emf
UE1 UE2 PRAS 1

eRG

UE1 PRAS 2

Floor 1

Floor 2

W-AGF 5G-CN

Service Hosting 

Environment

Path #1

Path #2

Path #3

Path #4


Microsoft_Visio_Drawing1.vsdx
UE1
UE2
PRAS 1
eRG
UE1
PRAS 2
Floor 1
Floor 2
W-AGF
5G-CN
Service Hosting Environment
Path #1



Path #2


Path #3


Path #4



