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==============================  Start of Changes =======================================

6.25	Non-public networks
[bookmark: _Toc45387722][bookmark: _Toc52638767][bookmark: _Toc59116852][bookmark: _Toc61885671][bookmark: _Toc83392296]6.25.1 	Description
Non-public networks are intended for the sole use of a private entity such as an enterprise, and may be deployed in a variety of configurations, utilising both virtual and physical elements. Specifically, they may be deployed as completely standalone networks, they may be hosted by a PLMN, or they may be offered as a slice of a PLMN.
In any of these deployment options, it is expected that unauthorized UEs, those that are not associated with the enterprise, will not attempt to access the non-public network, which could result in resources being used to reject that UE and thereby not be available for the UEs of the enterprise. It is also expected that UEs of the enterprise will not attempt to access a network they are not authorized to access. For example, some enterprise UEs may be restricted to only access the non-public network of the enterprise, even if PLMN coverage is available in the same geographic area. Other enterprise UEs may be able to access both a non-public network and a PLMN where specifically allowed.
In case of standalone non-public networks, 5GS capable UEs may operate without a USIM i.e., using ME stored credentials (see TS 23.501 and TS 33.501); this operation is allowed possibly in parallel to another connection to a PLMN for which UE is required to have USIM. In case of simultaneous access to multiple networks, including a standalone non-public network, the UE should register using a separate UE identifier (e.g. IMEI) for each network subscription.
In addition to the requirements in this section, all requirements and KPIs in other sections of TS 22.261, that are not exclusively for PLMNs (i.e. explicitly using the term PLMN) also apply to (i.e. are in scope of) non-public networks, except the requirements in sections 5.1, 6.2.4 and 6.3.2.2. However, hereby it is important to realize that requirements and features are optional to be supported by a non-public network, since non-public network deployments may include different subsets of 5G system requirements and services described in the sections of TS 22.261. The deployment choices are dependent on verticals needs and regulation.
==============================  End of Changes =======================================

